
 
 

 

 

 

 

 

 

 

  

Biodiversity Metric 
Report 

541 Wilbraham Road, Chorlton-cum-Hardy 
Reference: 82-194-R2-4 
Date: November 25 



541 Wilbraham Road, Chorlton-cum-Hardy  
Biodiversity Metric Report 
November 25  

 

 
Page 2 

E3P 
 
Taylor Road 
Trafford Park 
Urmston 
Manchester 
M41 7JQ 
 
+ 44 (0) 161 707 9612 
https://e3p.co.uk 
 
Registered in England 
CRN: 08725262 

 

QUALITY ASSURANCE 

Report reference 82-194-R2-4 

  
REV REF: DESCRIPTION  AUTHOR  CHECKED AUTHORISED DATE 

R2-2 
Updated 

Plans 
BH SP CK 15/05/25 

R2-3 
Updated 

Plans 
BH LT CK 13/11/25 

R2-4 
Amended 
Details of 
Proposals 

BH LT CK 18/11/25 

  
This report has been prepared for the sole benefit, use, and information of the client. The liability of 
Environmental Engineering Partnership Limited T/A E3P with respect to the information contained in the 
report will not extend to any third party.  This report has been prepared by the qualified persons as listed 
below.  

  
WRITTEN BY QUALIFICATIONS POSITION 

Ben Hartley BSc (Hons), MSc Consultant Ecologist 

  
  

REVIEWED BY QUALIFICATIONS POSITION 

Lowri Thomas BSc (Hons), ACIEEM Senior Ecologist 

  
  

AUTHORISED BY QUALIFICATIONS POSITION 

Celia Kenyon BSc (Hons), MSc, MIEnvSc, 
CEnv, MCIEEM 

Associate Director 

 



541 Wilbraham Road, Chorlton-cum-Hardy  
Biodiversity Metric Report 
November 25  

 

Page 3 

EXECUTIVE SUMMARY 
Site Address 541 Wilbraham Road, Chorlton-cum-Hardy, Manchester, M21 0AH 

Co-ordinates E 381833, N 393985 

Site Area Approximately 0.06 ha 

Current Site Use 
The site comprised a large, three-storey detached building. The building had 
previously been used as a daycare centre though is now disused.  

Proposed 
Development 

Demolition of all existing structures and erection of 3-storey residential building 
to include 9 no. apartments, landscaping and associated works. 

Results 

The biodiversity metric results show a gain of habitat and hedgerow units, 
based on the Landscape Proposal as follows: 
 
Habitat Units  0.03 
Hedgerow Units  0.02 
 
A 19.28% gain in habitat units and a gain in hedgerow units will be incurred on-
site as a result of development. A percentage gain cannot be given for 
hedgerows as the existing baseline hedgerow units is 0.  

Conclusions and 
Recommendations 

The proposed scheme and recommendations show a total gain of 0.03 habitat 
units (19.28%) and 0.02 hedgerow units. The trading rules have also been 
satisfied as the loss of T1 has been compensated for.  
 
Additional species enhancements could be provided on-site, which could 
include bat and bird boxes. 
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1. INTRODUCTION 

1.1. BACKGROUND 

E3P has been instructed by Southway Housing Trust to undertake a Biodiversity Metric Calculation at 
541 Wilbraham Road, Chorlton-cum-Hardy hereafter referred to as “the site”. 
 
This report has been produced by Benjamin Hartley BSc (Hons) MSc, Consultant Ecologist at E3P. Ben 
has experience undertaking Biodiversity Net Gain and Condition Assessments on a variety of projects 
across the UK. 
 
This report should be read in conjunction with ‘The Statutory Metric Tool – 541 Wilbraham Road, 
Chorlton-cum-Hardy (R3).xl'. 

1.2. PREVIOUS SURVEYS  

E3P undertook a Preliminary Roost Assessment and Ecological Walkover on-site in December 2024 
(report reference: 82-194-R1). The survey included a Condition Assessment of the on-site habitats. 
During the survey, the site was found to comprise a building, colonised hardstanding and four individual 
trees. 

1.3. SITE LOCATION 

The site is located in Chorlton-cum-Hardy, a suburb in the south-west of Manchester. Wilbraham Road 
and Corkland Road define the site’s northern and eastern boundaries respectively, with residential and 
commercial development on the southern and western boundaries. The surrounding habitats are 
predominantly commercial and residential development, with the closest greenspaces being Chorlton 
Park and Ryebank Fields, approximately 720 m south-east and 850 m north-west, respectively. The 
closest watercourse is Red Lion Brook approximately 700 m south. Please refer to Figure 1 for the 
approximate site location. 
 
Figure 1 Approximate Site Location 

 



541 Wilbraham Road, Chorlton-cum-Hardy  
Biodiversity Metric Report 
November 25  

 

Page 6 

1.4. OBJECTIVES 

The objectives of the Biodiversity Metric are to: 

 Calculate the onsite biodiversity units, pre and post development; 

 Identify percentage change in on-site habitat; 

 Identify the number of habitat units lost/gained on-site; and 

 Determine the need for a conservation offset payment or off-site habitat creation.  

 
The findings of the calculation are detailed within this report, along with recommendations. 
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2. METHODOLOGY 

2.1. BIODIVERSITY METRIC 

Department for Environment, Food and Rural Affairs’ (DEFRA) Statutory Biodiversity Metric was used to 
undertake the metric calculation. The metric was undertaken following guidance as detailed 
within the Statutory Biodiversity Metric: User Guide (DEFRA, 2024). 
 
This metric was calculated by Benjamin Hartley. Ben has attended internal training courses focussing 
on Biodiversity Net Gain and using the Biodiversity Metric Calculation Tool and has experience 
undertaking Biodiversity Net Gain and Condition Assessments on a variety of projects across the UK.  
 
This metric was reviewed by Associate Director Celia Kenyon, BSc (Hons) MSc MIEnvSc CEnv MCIEEM. 
Celia has undertaken a number of online training courses with CIEEM including ‘Calculating and Using 
Biodiversity Units with Metric 2.0’ and ‘Biodiversity Net Gain Through Development’. Celia has also 
completed Condition Assessments on a number of sites across the UK and holds a Level 3 FISC. 

2.2. ON-SITE HABITAT BASELINE DATA 

The baseline data used to inform the condition assessment was collected on 11th December 2024 
during the Preliminary Roost Assessment and Ecological Walkover. The Statutory Biodiversity Metric 
Condition Assessment Sheets (Natural England 2023) were used to undertake the condition 
assessment. The methodology follows the Statutory Biodiversity Metric: User Guide (DEFRA, 2024). 
 
On-site baseline habitats were measured off the UKHab Habitat Plan using QGIS. The Root Protection 
Areas (RPAs) of scattered trees were calculated using the Tree Helper within the metric. Please see 
Appendix I for the UKHab Habitat Plan. 

2.3. POST DEVELOPMENT HABITAT CREATION 

The Landscape Proposal Plan was used to measure potential habitat creation on-site (TBA Landscape 
Architecture, 2025, Drawing reference: 7620.02, Revision: B). The areas of proposed habitat were 
provided using QGIS. The proposed roof garden is to comprise decorative gravel over membrane, as 
such, it does not meet the definition of a green roof (wildflower turf or sedum blanket) as detailed by the 
UK Habitat Classification Version 2.0 (UKHab, 2023). The areas of proposed trees were measured using 
the Biodiversity Metric Urban Tree Helper, with all proposed trees assumed to have a girth of less than 
20 cm and therefore input as ‘small’. 
 
Please see Appendix II for the Landscape Proposal Plan and Appendix III for the UKHab Post-
Development Habitat Plan. 

2.4. LIMITATIONS 

The Preliminary Roost Assessment and Ecological Walkover survey was carried out during December, 
which is a suitable time for the survey. However, due to seasonal dieback some species, including 
invasive species, may not have been visible. However, as the majority of on-site habitats are artificial, 
this is not considered to be a major constraint. 
 
Some areas on the site are double counted, including root protection zones and areas of habitat, where 
overlap is shown. This means areas of habitat pre- and post-development do not total to the same area.
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3. RESULTS 

3.1. ON-SITE BASELINE HABITAT CONDITION ASSESSMENT RESULTS 

Table 1 shows the details of the habitat condition assessment used for input into the metric calculation tool. 
 
Table 1  Habitat Baseline Condition Assessment Results 

HABITAT TYPE (PH1) AREA (HA) 
CONDITION 

ASSESSMENT 
DESCRIPTION 

Urban – Developed 
Land; Sealed Surface 

0.056 N/A N/A 

Individual trees – 
Urban tree (T1-T4) 

0.0163 (4x small) Moderate 

Passes 3 of 6 condition assessment criteria: 

 The tree is a native species. 

 The tree canopy is predominantly continuous, with gaps in canopy 
cover making up <10% of total area and no individual gap being >5 m 
wide (individual trees automatically pass this criterion). 

 There is little or no evidence of an adverse impact on tree health by 
human activities (such as vandalism, herbicide or detrimental 
agricultural activity). And there is no current regular pruning regime, so 
the trees retain >75% of expected canopy for their age range and 
height. 
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3.2. HABITAT RETENTION 

The majority of on-site trees will be retained. 
 
Table 2  Habitat Retention 

HABITAT TYPE (UKHAB) AREA (HA) CONDITION 

Individual trees – Urban tree (T2-T4) 0.0122 (3x small) Moderate 

3.3. HABITAT CREATION CONDITION ASSESSMENT 

A number of habitats are proposed within the site. Table 3 shows the details of the target condition assessment and total areas of habitat creation. In areas of 
hard paving where hedge planting is proposed, the habitat has been assigned artificial unvegetated, unsealed surface to allow for planting. It has been assumed 
that there will be no significant delay in the creation of the proposed habitat features, as such the delay in starting habitat creation has been set to zero. 
 
Table 3  Habitat Creation Condition Assessment Results 

HABITAT TYPE 
(LANDSCAPE 

PLAN) 

HABITAT TYPE 
(UKHAB) 

AREA/LENGTH 
(HA/KM) 

TARGET CONDITION AND DESCRIPTION 
TARGET TIME TO 

CONDITION 

Building, Paving 
Slab, and 

Tarmacadam 

Urban – 
Developed land; 
sealed surface 

0.0454 N/A N/A 

Urban – Artificial 
Unvegetated, 

Unsealed 
Surface 

0.0004 N/A N/A 

Ornamental 
Grasses/Shrub 

Planting 

Urban – 
Introduced shrub 

0.0073 N/A One year 

Wildflower SUDS 
Turf from 

Wildflower Turf 

Grassland – 
Other neutral 

grassland 
0.0026 

Poor 
 

Passes 2 of 5 condition assessment criteria: 
Two years 
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HABITAT TYPE 
(LANDSCAPE 

PLAN) 

HABITAT TYPE 
(UKHAB) 

AREA/LENGTH 
(HA/KM) 

TARGET CONDITION AND DESCRIPTION 
TARGET TIME TO 

CONDITION 

 Cover of bare ground is between 1% and 5%. 

 Cover of bracken (Pteridium aquilinum) is less than 20% and 
cover of scrub (including bramble) is less than 5%. 

Proposed Tree 
Planting 

Individual trees 
– Urban tree 

0.0122 (3x 
small) 

Poor 
 

Passes 2 of 6 condition assessment criteria: 

 The tree is a native species (or at least 70% within the block are 
native species). 

 The tree canopy is predominantly continuous, with gaps in 
canopy cover making up <10% of total area and no individual 
gap being >5 m wide (individual trees automatically pass this 
criterion). 

10 years 

Hedge Planting 
Non-native and 

Ornamental 
Hedgerow 

0.024 Poor – Condition assessment is automatically assigned by the metric. One year 
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3.4. STRATEGIC SIGNIFICANCE 

The strategic significance for all habitats on site was defined as ‘Area not in local strategy, no local 
strategy’ as the site is not defined within the Manchester City Council Local Plan for its ecological value, 
and the habitats on site are not anticipated to provide significant value for local wildlife. Additionally, the 
site is not noted within the Greater Manchester Local Nature Recovery Strategy (Greater Manchester 
Combined Authority, 2025). 

3.5. BIODIVERSITY UNIT RESULT 

The headline results of the metric show a gain of 0.03 habitat units and 0.02 hedgerow units will occur 
as a result of development. Table 4 shows the headline results detailed within the Biodiversity Metric. 
 
Table 4  Headline Results 

HEADLINE CATEGORY RESULT 

Total Net Unit Change 

Habitat Units 0.03 

Hedgerow Units 0.02 

River Units N/A 

Total Net % Change 

Habitat Units 19.28% 

Hedgerow Units N/A 

River Units N/A 
 
The trading rules of the metric have been satisfied as habitats lost have been ‘traded up’. 
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4. CONCLUSIONS AND RECOMMENDATIONS 

The proposed scheme show a total gain of 0.03 habitat units (19.28%) and 0.02 hedgerow units. In 
addition, the trading rules have been satisfied as the habitats lost have been ‘traded up’.  
 
The Biodiversity Metric does not take into account additional species enhancements within the site, and 
to further increase the site’s value for wildlife, bat and bird boxes could be integrated into the proposed 
residential unit. 
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5. PLANNING APPLICATION INFORMATION 

Please provide the pre-development biodiversity value of onsite habitats on the date of calculation. 
 
Habitat units 0.13 
 
Please provide the date the onsite pre-development biodiversity value was calculated: 
 
11/12/25 
 
 If an earlier date, to the date of the planning application, has been used, please provide details why 
this date has been used: 
 
N/A 
 
 When was the version of the biodiversity metric used published? 
 
July 2024 
 
 Has there been any loss (or degradation) of any onsite habitat(s), resulting from activities carried out 
before the date the onsite pre-development biodiversity value was calculated. Either: 

 - on or after 30 January 2020 which were not in accordance with a planning permission; or 

 - on or after 25 August 2023 which were in accordance with a planning permission? 
 
No 
 
Does the development site have irreplaceable habitats (corresponding to the descriptions in column 1 
of [Schedule to the Biodiversity Gain Requirements (Irreplaceable Habitat) Regulations (2023)) which 
are: 
 
 i. on land to which the application relates; and 
 
 ii. exist on the date of the application for planning permission, (or an earlier agreed date) 
 
 
No 
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11 -7.5LDouble CrownPhormium 'Bronze Baby'PTB
14 -10L60-80cmMahonia aquifolium 'Apollo'MAA
17 -Hakonechloa macra 'Aureola'HAK AUR
13 -15cmFestuca ovina glaucaFEOV
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Number of PlantsPot SizeHeightSpecificationSpeciesAbbreviation

Specimens

Total :290 -
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Number of PlantsDensityPot SizeSpecificationHeightSpeciesAbbreviation

Shrubs

Total :98 -
98 -4/m60-80cmSingle row5LPrunus laurocerasus 'Otto Luyken'PLO
Number of PlantsDensityHeightSpecificationPot SizeSpeciesAbbreviation

Hedges

Total :3 -
3 -10-15L80-100cmMagnolia stellataMAGST
Number of PlantsPot SizeSpecificationGirthHeightSpeciesAbbreviation

Trees

Header
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ASSESSMENT)
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ORNAMENTAL
GRASSES /SHRUB
PLANTING

CONCRETE KERBS SETTS
PENNAT GREY
Available from Marshalls or similar approved

TARMACADAM

PAVING SLAB
TEXTURED SALB
BUFF 450mm x 450mm
Available from Tobermore or similar approved

BENCH SEATING FOR ROOF GARDEN
- Approved by engineer

ELECTRIC SWING GATE

LOW BRICK WALL

6FT HIGH GARDEN FENCE WITH
CONCRETE FOUNDATION

PAVING SLAB

CONCRETE KERBS SETTS

DECORATIVE GRAVEL

ORNAMENTAL GRASSES

MAGNOLIA STELLATA

RevScale(s)

Dwn

Date

Chkd

Title

Dwg no

Project

 C  Copyright reserved
Date

   Tel: 0161-804 2099
  E-mail: info@trevorbridge.co.uk

  Landscape Architecture

Trevor Bridge Associates Ltd

     Ashton-under-Lyne
       Lancs OL6 7FW

Stamford Street West
Ashton Old Baths

Drwn Rev

Landscape Proposal

Sep 25

Wilbraham Road, Chorlton

Southway Housing Trust

1:100
@ A0

7620.02

HS

SPECIFICATION

GROUND PREPARATION - GENERAL

Preparing for topsoiling
Grading and cultivation shall be in accordance with BS 4428:1989 section 4. Subsoil that is
to receive topsoil shall, whether obviously overcompacted or not, be thoroughly broken up by
hand, by heavy rotovator, by subsoiler or tined equipment with adequate passes made to
thoroughly break up the surface to the following minimum depths; 350mm for grass seed,
wildflower seed and turf; 300mm for shrubs and hedges; 600mm for standard trees. Subsoil
shall be cleared of all large stones, bricks, perennial weeds, tree roots (excluding living tree
roots), coarse vegetation and other extraneous matter.

Subsoil grading
Subsoil shall only be graded after loosening as above, and this shall be undertaken by the
use of a tractor and blade grader on large areas and by a small mechanical grader or by
hand on small areas. Ground shall at no time be traversed by heavy machinery, for grading
or any other purpose after subsoiling and/or topsoiling has taken place.

Making up levels
When subsoil is deposited in low lying areas to raise formation levels, it shall be lightly
consolidated and left broken up ready to receive topsoil. Imported fill material shall be natural
subsoil free from metal, concrete or organic material with any one dimension greater than
100mm. All imported fill material shall be approved by a suitably qualified person prior to
spreading on site.

Supply of topsoil
Topsoil to be supplied shall be approved by a suitably qualified person and details of the
source of supply shall be provided in order that inspection may be made before delivery
commences. The developer/contractor should satisfy themselves that where topsoil is
imported that this should be in accordance with BS 3882:2015. Appropriate testing shall be
undertaken and test certificates shall be provided. The soil shall be free of weeds, roots or
perennial weeds, pests, diseases, debris, tree roots, sticks, subsoil and foreign matter and
shall be capable of being broken down to a fine tilth.

Temporary topsoil heaps
The depositing of temporary heaps of topsoil shall be so arranged that possible damage to
existing grass, plants, tarmacadam, paving etc, is avoided. Unless otherwise agreed,
temporary spoil heaps shall be on protected ground. Such protection shall take the form of
tarpaulins, plastic sheets, boards or similar covering. If damage does occur, it shall be made
good at the contractor's own expense. Areas excavated to receive topsoil but have not had
the base loosened shall not be used as temporary off loading areas. If the bottom of the
excavation has been loosened off, loading on these areas is permissible.

Spreading topsoil
Prior to topsoil replacement the formation level shall be cleared of all stones, rubbish, debris
with any one dimension greater than 75mm. Areas to be seeded or turfed shall be covered
by topsoil 100mm thick and areas to be planted shall be covered by topsoil 300mm thick.
Topsoil shall be spread in an evenly consolidated layer and shall be left cleared of all roots,
stones and debris with any one dimension greater than 50mm throughout its depth. Unless
otherwise stated the finished level shall be 25mm above adjacent hard areas. No topsoil shall
be spread until the subsoil grade has been inspected by a suitably qualified person.

PLANTING

Cultivation
Planting areas shall be rotovated to a depth of 225mm in the original ground, or where the
ground is compacted, ripped and rotovated. Pick off stones, bricks, timber and all other
debris arising which have any dimensions greater than 50mm and remove off site to tip.  Do
not cultivate across any drain where the stone is flush with the ground surface.

Soil improvers
Where directed composts, fertilisers or other additives shall be incorporated into the soil.
Spent mushroom compost or similar shall be spread to the specified thickness and
incorporated, by rotovating, into the top 150mm. Fertilisers, organic or inorganic, shall be
raked into the top 25mm.

Rejection of plants
All plant material should comply with the minimum requirements in BS 3936-1: 1992
Specification for trees and shrubs and BS 3936-4: 2007 Specification for forest trees and BS
8545: 2014 Trees from Nursery to Independence in the Landscape. Any plant material, which
in the opinion of a suitably qualified person, does not meet the requirements of the
Specification, or is unsuitable, or defective in any other way, will be rejected. The minimum
specified sizes in the plant schedule will be strictly enforced. The contractor shall replace all
plants rejected at his own cost.

Planting
All plant material shall generally be planted between November and March in open cool
weather. Planting shall not take place in frosty, snowy or waterlogged conditions. Where
approved, pot or container grown plants may be planted outside the described season, but
adequate watering shall be supplied. Torn or damaged roots and branches shall be cleanly
pruned prior to planting.

Planting of whips, transplants and shrubs
The nature of the material to be planted is variable and the contractor shall allow for planting
to be properly carried out in all cases as described in BS 4428: 1989 section 7 Amenity tree
planting, section 8 Woodland planting and section 9 Planting of shrubs, herbaceous and
bulbs. All plants shall be planted at same depth, or very slightly deeper, as they were grown.
Roots shall not be bent, broken or forced into inadequate pits or notches. Plants shall be
upright, firmed in and wind resistant, with no air pockets around roots. Plants shall be planted
at the specified centres. On steep slopes this shall be in the horizontal measure. Transplants
shall be planted with spiral guard and cane to protect from rabbits and to hold the plant
securely.
Plants forming a hedge shall be cut by one third immediately upon completion of planting. All
pots and root wrappings shall be carefully removed prior to planting. All pots and wrappings
arising shall immediately be picked up and stored ready for removal to tip.

Tree planting within soft landscape areas
Trees shall conform to BS 8545:2014 Trees: from nursery to independence in the landscape
and BS: 3936-1: 1992 and be planted in tree pits of the following sizes unless directed
otherwise:
Feathered trees - 900 x 900 x 450
Selected standards - 1000 x 1000 x 600
Heavy standards/Extra heavy standards - 1200 x 1200 x 600
Excavated subsoil or stone shall be carted off site to tip. The bottom 300mm of the pit shall
be dug and broken up. The bottom of the pit shall be backfilled with subsoil (site or imported)
to comply with BS 8601: 2013. The top 300mm of the pit shall be backfilled with imported
topsoil as specified unless directed otherwise.

Compost for planting pits
Compost shall be a proprietary product, bark based incorporating fertilisers  and improving
additives. The type of compost shall be approved before its delivery on site, and the details
of the product shall be supplied. Cambark planting compost is approved. Where directed
compost shall be added to and mixed with topsoil backfill at the following rates:
Feathered trees - 40  litres
Selected standards - 60 litres
Heavy standards/Extra heavy standards  - 80 litres

Stakes for trees
Stakes shall be peeled round softwood, pointed, minimum diameter 75mm. The stakes shall
be driven into the base of the tree pit prior to placing the tree and backfilling.
Stakes shall in general have a clear height above the finished ground level as follows unless
directed otherwise:
Feathered trees - 750mm (1 stake)
Selected standards - 900mm (2 stakes)
Heavy standards/Extra heavy standards  - 1200mm (2 stakes)
The stake shall be long enough to drive until they hold the tree firmly without rocking.

Tree ties
Ties for bareroot trees, shall be approved rubber nail-on type with cushioned spacer such as
Toms, or other equal and approved. Nails shall be flat headed galvanised and shall hold the
ties securely into the stake. Ties shall not be over tight on the tree stems.
Feathered Type - 04 (one tie)
Select standards - Type L1 (one tie per stake)
Heavy standards/Extra heavy standards - Type L3 (one tie per stake)

Ties for rootball and container grown trees shall be 50mm rubber tree belts in a figure of
eight around the tree. Fixed to the stake with two flat head galvanised nails.
Feathered - one belt
Select standards Type - two belts
Heavy standards/Extra heavy standards - two belts

Planting of trees
The tree shall be set upright and at the same depth as grown in the nursery, the roots shall
be spread out (bareroot) and the soil followed by compost topsoil mixture, backfilled.
Backfilling should be done to ensure close contact between roots and by firming in layers
(bareroot). The soil shall be left level and tidy, any subsoil clods, bricks or stones over 50mm
arising, collected and carted off site.

Mulching
A 75mm compacted layer of medium grade pulverised bark, with a particle size of not more
than 100mm and containing no more than 10% fines, shall be spread to form a continuous
layer covering the whole of the bed, length of the hedge or in the case of standard trees
within grass shall be in the form of a circle of 600mm diameter around the base of the tree.
Whips and transplants shall be mulched in the form of a 300mm diameter circle around the
base of the tree. Where trees are planted within grass a circular hemp mulch mat is required
beneath the layer of mulch at the diameters stated above, secured with fixing pegs. The tree
pit surface shall be as big as possible.

TURFING

Soil preparation and cultivation
All areas to be turfed shall be cultivated to a depth of at least 100mm, all weeds, stones and
refuse larger than 50mm shall be removed to Contractor's tip, and shall be brought to a fine
tilth. Allow for hand cultivation where machine work is not possible.

Turf
Turf shall be extra-quality meadow turf and shall comply to BS 3969: 1998 +A1: 2013 and
shall  be laid in accordance with BS 4428: 1998, section 6, Turfing. The Contractor shall
supply a sample of the turf he proposed to use for approval of suitably qualified person. and
shall ensure that all turves are similar to the approved sample. The Contractor shall inform
the suitably qualified person. of the location of the supply, so that turf can be inspected prior
to lifting.

Season
Turf shall be laid when weather and soil conditions are suitable and, where possible,
preference should be given to autumn and early winter operations. No turf shall be laid in
exceptionally dry or frosty weather or in other unsuitable weather conditions.

Delivery and stacking
For large areas, turf shall be delivered at appropriate intervals throughout the work so as to
avoid stacking for long periods.

Laying
No turf shall be laid until the soil preparation has been satisfactorily completed by being
brought to an even tilth and firmness. Turves from the stack shall be wheeled to turf layers on
planks laid closely side by side. Adequate timber planks shall be used to support operatives
and barrows, and provide access. The turves shall be laid in consecutive rows with broken
joints (stretcher bond), closely butted and to the correct levels. The turf shall be laid off
planks working over turves previously laid. Where necessary, the turves shall be lightly and
evenly firmed with wooden beaters, the bottom of the beaters being frequently scraped clean
of accumulated soil or mud. A dressing of finely sifted topsoil shall be applied and well
brushed into the joints. Any inequalities in finished levels owing to variation in turf thickness
or uneven consolidation of soil shall be adjusted by raking and/or packing fine soil under the
turf. A roller shall not be used. The finished levels of the turf shall conform to the levels
indicated, allowing for final settlement. Turf edges and margins shall be laid with whole
turves. Turves adjoining buildings, walls or fences shall be taken to the face of the structure,
giving complete soil cover.

Laying around trees
Turf shall not be laid to within 300mm of any tree trunk.

Watering
The Contractor shall be responsible for the replacement of any scorched turf. All necessary
watering shall be carried out with sprinklers or oscillating sprays so as not to wash soil out of
joints. If shrinkage occurs and the joints open, fine topsoil shall be brushed in and well
watered.

Planting of Bulbs
Bulbs shall not be allowed to dry out and shall be free of pests, diseases and fungus. Bulbs
should be planted immediately upon delivery to site, if stored, this shall be for the minimum
period in a dark, well-ventilated, protected area at 18-21 degrees Celsius. Certificates of
purchase shall be provided upon inspection. Bulbs are to be planted, according to species
and in the areas shown on the soft landscape plan. Where planting is required 'in drifts',
bulbs are to be scattered randomly over the allocated area and planted where they fall at the
appropriate depth and shall be in contact with the soil at the base of the hole. The hole shall
be backfilled with topsoil and lightly firmed in place. If bulbs are to be planted into existing
turf areas, turf shall be neatly removed and replaced after planting and re-firmed.

PROTECTION TO EXISTING TREES

The recommendations in BS 5837: 2012, Trees in Relation to Design, Demolition &
Construction must be complied with at all times.

WILDFLOWER TURF

SuD Turf: WFT-SUD-37, available from Wildflower Turf Ltd,
Tel; 01256 771222, www.wildflowerturf.co.uk

Preparation
The area shall be cultivated to 100mm depth and all weeds, stones and refuse larger than 50mm
shall be removed to tip (cultivation of soil not to occur beneath existing tree canopies). Cultivated soil
shall be rolled and raked to produce a tilth 25mm deep.

The soil shall not be waterlogged or compacted prior to turf being laid. The soil shall not be stripped
prior to laying and does not require fertilizer.

Installation
The turf shall be laid on a minimum 100mm depth of soil. Where there is subsoil only, a layer of
topsoil 25-50mm deep is required.

All joint shall be butted up correctly to prevent weed growth. Do not overlap or create tension at the
joints to ensure joints so not pull apart or shrink.

Watering
Once laid, water turf thoroughly, ensuring the soil is damp, for the first few weeks, until turf is rooted
in. Do not allow to dry out and do not overwater during establishment (2-3 weeks). Thereafter, water
should not be required.

Protection of newly laid areas
All reasonable precautions shall be taken to ensure that pedestrian and other traffic does not cross
the wildflower areas during cultivation or establishment. Where obvious short cutting is occurring, the
contractor shall erect an approved temporary fence so as to minimise the maintenance period or until
such time as it is no longer necessary, or as directed.

Making good
Any defects such as sinkage, ponding, sparse germination or disease shall be made good all as
above.

MAINTENANCE
All maintenance to be carried out immediately from the date of turf being laid to ensure successful
establishment.

First cut of wildflower turf
Once established, carry out an annual cut during Autumn, to a height of 25-50mm, with a flail mower
or strimmer. All cuttings must be raked up and removed from site along with any leaf fall. All tools
shall be sharp.

Subsequent cuts
Hereafter cutting shall be undertaken, with a flail mower or strimmer, when flowering is over, late
September to early October. All cuttings shall be raked up and removed.

Managing Fertility
Where there is species dominance or vigorous growth, carry out a second cut at the end of May to
early June. The cut shall be to a height of 200-250mm to remove flower heads but retain most of the
stems. Remove all cuttings. After cutting, water thoroughly to encourage new growth. If this cut is
carried out the second cut of the year shall be undertaken during October.

GRASS SEEDING AND MAINTENANCE

Soil Preparation and Cultivation
Final grading of topsoil shall be agreed by suitably a qualified person before cultivation and
seeding. All areas to be seeded shall be cultivated to 150mm depth and all weeds, stones,
and refuse larger than 50mm shall be removed to tip. Cultivated soil shall be rolled and raked
to produce a tilth 25mm deep. Allow for hand cultivation where machine work is not possible.
Seed sowing must immediately follow the preparation of the seed bed.

Seeding
Sowing shall be carried out during calm weather. All sowing is at the contractor's own risk
and any areas where germination fails shall be re-seeded at the contractor's own expense.
The operation should be carried out in equal sowings and transverse directions and the seed
shall be raked or harrowed in. Sowing shall be at the rate of 50 grammes per sq.m. and
overseeding shall be at a rate of 20 grammes per sq.m.

Seed Mix
The seed mix shall be A22 mix, obtainable from Germinal Seeds GB.
Grass seed shall be of the composition, purity and germination as specified in BS 4428:
1989.  Certificates of purchase shall be provided for all deliveries prior to the sowing of grass
seed stating source, mixture, purity and germination percentage. Alternative cultivars of the
above species may only be used if approved by a suitably qualified person.

Protection of Newly Seeded Areas
All reasonable precautions shall be taken to ensure that pedestrian and other traffic does not
cross the grass areas during cultivation, seeding or until grass is established.  Where obvious
'Short cutting' is occurring, the contractor shall erect an approved temporary fence so as to
minimise the maintenance period or until such time as it is no longer necessary, or as
directed.

First Cut
When the grass is 100mm high, it shall be cut down to 50-60mm so as to avoid root pulling,
cuttings dispersed.  If the grass has been allowed to grow any longer than 100mm then the
cuttings shall be raked off and taken off site.

Subsequent Cuts
Thereafter, when the grass grows to 100mm high, it shall be cut down to 40mm with a flail
type mower, cuttings dispersed, until the end of the maintenance period, or longer if so
directed. If the grass has been allowed to grow any longer than 100mm then the cuttings
shall be raked off and taken off site.

Making Good
Any defects such as shrinkage, ponding, sparse germination or disease shall be made good
and re-seeded all as above.

Damage to Existing Grass
The contractor will be responsible for cultivating, seeding and maintaining, as above all areas
of existing turf that are damaged during the course of the works for reasons of storage,
working areas, transport of materials excepting those areas which are specifically defined
and measured in the contract.
Any areas, which in the opinion of a suitably qualified person, are consolidated during the
course of these works, shall be loosened with a ripper or other suitable implement to ensure
adequate drainage through the sub soil.

WILDFLOWER SEEDING & MAINTENANCE

Preparation for seeding
Seed should be sown into good quality, clay free sub-soil or low-fertility topsoil.
The area shall be cultivated to 150mm depth and all weeds, stones and refuse larger
than 50mm shall be removed to tip (Cultivation of soil not to occur beneath existing tree
canopies). Cultivated soil shall be rolled and raked to produce a tilth 25mm deep and left
for 2-3 weeks to allow existing weeds in the seed bank to germinate. After 2-3 weeks, a
spray off of the newly germinated weeds will be carried out, allowed to die back and
then raked off. Seed sowing must be undertaken immediately after the area has been
prepared and weeds removed, lightly watering area before seeding.  Seed shall be
sown during late August or September or, if this is not possible, during April to May.

Wildflower seeding
Sowing shall be carried out during calm weather. All sowing is at the contractor's own
risk and any areas where germination fails shall be re-seeded at the contractor's own
expense. The operation should be carried out in equal sowings and transverse
directions. The contractor must ensure that the grass and wildflower seed is thoroughly
mixed throughout sowing. The seed mix shall be sown at the rate specified by the
manufacturer and then raked into the soil surface and lightly rolled.

Wildflower seed mix
Sow the wildflower seed available from Emorsgate Wild Seeds. Certificates of purchase
shall be provided for all deliveries prior to the sowing of the wildflower mix, stating
source, mixture, purity and germination percentage. Sources must be of indigenous
stock.

Protection of newly seeded wildflower areas
All reasonable precautions shall be taken to ensure that pedestrian and other traffic
does not cross the wildflower areas during cultivation, seeding or establishment. Where
obvious short cutting is occurring, the contractor shall erect an approved temporary
fence so as to minimise the maintenance period or until such time as it is no longer
necessary, or as directed.

First year management
Areas seeded in August to September shall be cut lightly in March using a flail mower,
or strimmer, the meadow shall be cut again in September when flowering is over. In both
cases all cuttings shall be raked up and removed from site.

After the first year of management.
After year one all the wildflower meadow areas on the site should be cut twice annually
once in March and once in September when flowering is over, using a flail mower or
strimmer. In both cases all the cuttings shall be raked and removed from site. This
prevents nutrients building up in the soil which encourage weed species and discourage
wildflowers. The timing of the cuts should be as above but will be dependent on the
presence of any wildflowers in the sward; cutting should not take place until after the
desirable species have set and dispersed seed.

Making good
Any defects such as sinkage, ponding, sparse germination or disease shall be made
good and re-seeded all as above.

MAINTENANCE
All maintenance to be carried out up to handover to the adopting authority/ householder from
the date of planting and turfing to ensure successful establishment. All dead, diseased,
damaged plants must be replaced during this time unless the local Planning Authority states,
in writing, any variation to this.

Weeding
All beds to be kept weed free by hand weeding. Beds to be forked over as necessary to keep
soil loose to approved cambers with no hollows.

Pruning
At appropriate time, prune plants to remove dead, dying or diseased wood and suckers to
promote healthy growth and natural shape.

Watering
The Contractor shall ensure that sufficient water is applied to maintain healthy growth.

Litter
Site to be kept free of litter.

Grass cutting
The initial cut shall be carried out when first growth is apparent, blades set 50-60mm above
ground. The Contractor shall continue cutting at appropriate intervals during the growing
season and maintain 40mm high sward until grass areas are handed over. Watering,
weeding, cutting, repair of all erosion and settlement and re-seeding as necessary to
establish a uniform and healthy stand of grass shall continue until handover.

Amend to client comments    23.10.25  CS    A

B

Amend to client comments    28.10.25  CS    B
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