19mm T&G chipboard flooring in Monarfloor Deck 18 system laid over Typical floor fi
place of existing T&G floor boards existing floor (subject to conditions timber effect LVT to replace existing
that have been removed survey) to provide acoustic upgrade grey LVT finish
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100mm Rockwool Flexi laid between joist as part of acoustic upgrade ~ ———

2 Layers 15mm Gyproc SoundBloc board fixed with Drywall Screws at
300mm centres. Skin finish ready for decoration.

Existing steel to be lined with 15mm Fireline board to give 60mins fire
protection. Boards to have a skim finish ready to receive a paint finish.

Existing steel coluns to be removed of any fixtures/fittings not necessary.
Lay protection to existing walls/floors and ceilings as required. Spray apply

a water based paint remover and remove softened paint with a water jet |
as per manufactures instructions.

Exposed steel column to be degreased and primed ready to receive 2 coats ‘
of water based thin film intumescent paint to give 60mins fire resistance. 2
coats of approved paint finish (Colour to RAL 9023 - pearl dark grey)

Moravian College, Revision Notes
14 Fairfield Square,

Manchester, M43 6AD. Debenhams Beauty Floor Buildup Detail

Project Title Drawing Title

+44 [0]161 370 6166

i tecturem.cou Date Drawn By Scale @ A3 Job Number Status Drawing Number Revision
architecture:m | ;o= 21.10.25 MDW 1:10 580 P * 410 o/

Design and drawings are copyright of Architecture:m. Written permision must be sought before duplication. Any discrepancy found between information given on this drawing and that given on on site shall be notified

the architect in writing | Do not scale from this drawing or derive dimensions from digital media | All dimensions are to be checked prior to works commencing on site | Design and drawings are copyroght of Architecture:m | Written permision must be sought before duplication | Any discrepancy found between information given on this drawing and that given on elsewhere recorded on site shall be notified immediatlely to the architect in wriing. Do not scale from this drawing or derive dimensions from digital media. All dimensions are to be checked prior to works commencing on site.



	410-Floor Build Up Detail

