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Car Park Cladding Details

General Notes
Do NOT Scale From This Drawing, If In
Doubt Please Ask
All Dimensions Shown Are In mm Unless
Otherwise Noted

All Flashing's Are To Be Fixed @ 450mm
Ctrs Unless Otherwise Noted

All Dimensions To Be Site Verified Prior
To Construction

This Drawing Is To Be Read In Conjunction
With All Relevant System Manufacturers
Standard Literature & Details
All Visible Fixings To Have Colour Coded
Fixing Heads

PVC Isolation Tape Is To Be Used Between
All Dissimilar Metals

All Aluminium Products That Are Cut On
Site Are To Be De-Burred & Touch Up
Paint Applied To The Cut Face
All Aluminium Panels Are To Be Pre-Drilled
Giving A Minimum Of 1mm Clearance To
Allow For Thermal Expansion

All Aluminium Panels Should Be Installed
To Allow 1mm Per Mtr Expansion Gap
Between Panel Lengths

1st Floor, 73 Market Street, Birkenhead, Merseyside, CH41 6AN
Tel: 0151 673 1567 www.everclad.co.uk
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Vertical Joint Detail
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GL CD Panel Layout

C1 C2 C3 C4 C5 C6 C7

Lay Direction

1:3.33
Typical Panel Plan Section

3mm PPC Aluminium Solid Cladding Panel
Colour: Bronze RAL 7008
Item Ref: CP1

2mm PPC Aluminium Drip Flashing
Colour: Bronze RAL 7008
Item Ref: CP2
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GL C1 Panel Layout
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(A) External Corner Detail

3mm PPC Aluminium Solid Cladding Panel
Colour: Bronze RAL 7008
Item Ref: CP1
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(B) End Return Detail

1:3.33

(C) End Return Detail

1.5mm Pregalv Steel 'L' Rail
Supplied In 3mtr Lengths
Size : 125x125
Item Ref: CG1

1.5mm Pregalv Steel 'L' Rail
Supplied In 3mtr Lengths

Size : 50x50
Item Ref: CG2

3mm PPC Aluminium Corner Flashing
Colour: Bronze RAL 7008

Item Ref: CP3

3mm PPC Aluminium End Return Flashing
Colour: Bronze RAL 7008

Item Ref: CP4

3mm PPC Aluminium End Return Flashing
Colour: Bronze RAL 7008
Item Ref: CP4

Face Of Brickwork
On Main Building

P2 Updated To Architects Comments 17-09-25

See previous comment 
related to positioning of end 
panel flush with edge of steel 
column.

Buttress Comments 
20/10/2025 - Status B - Update to 
comments and proceed to 
manufacture.

Paul Nelson
Line




