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TOPOGRAPHICAL SURVEY WITH 1. ALL DIMENSIONS ARE IN MILLIMETRES AND LEVELS IN METERS UNLESS OTHERWISE
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3. THE DRAINAGE CONTRACTOR IS RESPONSIBLE TO MAKING AN APPLICATION TO ANY
SEWERAGE UNDERTAKER PRIOR TO CONSTRUCTION OF ANY CONNECTION INTO A PUBLIC

MANHOLE.
4. THE ENGINEER IS TO BE NOTIFIED OF ANY DISCREPANCIES TO THE DETAILS SHOWN ON
THE DRAINAGE AND ANY UNRECORDED CONNECTIONS NOT SHOWN ON THE DRAWINGS.

—_—

REFER TO KELBROOK ROAD
AQUASPEED LLC CCTV REPORT
AND PLANS FOR FURTHER

INFORMATION OF EXISTING

CULVERT CONDITION AND
LOCATION

5. THE CONTRACTOR IS RESPONSIBLE FOR CHECKING DIMENSIONS AND LEVELS AND FOR
CONFIRMING THE GIVEN LEVEL OF OUTFALL INTO PUBLIC SEWER, WATERCOURSE OR

OTHER OUTFALL PRIOR TO CONSTRUCTION WORKS COMMENCING.
UNTIL TECHNICAL APPROVAL HAS BEEN OBTAINED FROM THE RELEVANT AUTHORITIES ALL

6.
DRAWINGS ISSUED ARE AS PRELIMINARY AND NOT FOR CONSTRUCTION. SHOULD THE
CONTRACTOR COMMENCE SITE WORK PRIOR TO APPROVAL BEING GIVEN, IT IS ENTIRELY

AT THEIR OWN RISK.
7. THE DESIGN IS BASED ON THE INFORMATION AVAILABLE ON THE DATE OF ISSUE FROM
OTHER PARTIES (E.G. ARCHITECT AND M&E ENGINEER). IT IS SUBJECT TO CHANGE

CCTV SURVEY AND EXISITNG
RESULTING FROM UPDATES TO THE AVAILABLE INFORMATION FROM OTHERS.

RECORDS INDICATE BEND IN PIPE

ROUTE, PIPE SOFFIT TO BE /
// /z

EXPOSED PRIOR TO
CONSTRUCTION TO CONFIRM

FOUL AND STORM DRAINAGE DESIGN PRELIMINARY SCHEME
SUBJECT TO CONFIRMATION OF FOR COMMENT AND REVIEW ONLY.
DISCHARGE ALLOWANCE. IF STORM DESIGN IS BASED UPON INFORMATION
DISCHARGE IS RESTRICTED, FURTHER ON || AVAILABLE AT THE TIME.

SITE ATTENUATION WILL BE REQUIRED.

INFORMATION TO BE CONFIRMED WITHIN DESIGN IS SUBJECT TO FULL REVIEW AS
DEVELOPERS ENQUIRY ADDITIONAL INFORMATION BECOMES AVAILABLE.
DESIGN IS SUBJECT TO FULL REVIEW UPON
RECEIPT OF COMMENTS FROM:

DEVELOPMENT CONTROL
LA PLANNING AUTHORITY
SEWERAGE UNDERTAKER

KEY:

SITE BOUNDARY
TOTAL SITE AREA APPROX. 21,666 (2.17Ha)
TOTAL IMPERMEABLE AREA APPROX. 15,821m” (1.58Ha)

EXISTING CULVERT CHAMBER
MH SW03
CL: 59.320 /

IL: 55.000*
*CHAMBER LEVELS TO BE REFER TO KELBROOK ROAD
SUBJECT TO FINAL IL CHECKS - AQUASPEED LLC CCTV REPORT
PRIOR TO CONNECTION ) AND PLANS FOR FURTHER
INFORMATION OF EXISTING
CULVERT CONDITION AND

LOCATION

EXISTING CULVERT
EXISTING CULVERT TO BE ABANDONED

PROPOSED CULVERT DIVERSION

PROPOSED CULVERT EASEMENT

HV ELECTRIC CABLES

Evcp

EXISTING HV CABLES NOW

2
LOCATED WITHIN CULVERT
DIVERSION PROPOSALS. LLFATO

CONFIRM WHETHER DIVERSION
REQUIRED OR IF THESE CAN
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Evcp

DIVERSION RUNS AT 45 DEGREES
AWAY FROM THE BUILDING AND
TWO MANHOLES ADDED TO
REDUCE THE ANGLE OF THE

PIPELINE

EXISTING CULVERT CONTINUES o
OFF SITE, CCTV SURVEY 9
TERMINATED INSIDE BOUNDARY @
OF EXISTING SITE COVER LEVEL o
AT EDGE OF LIMIT 57.40m 9
2]
-8
()
>
w

a,

o

>

[*F]

a

()

>

w

a

O

>

w

a

()

>

w

-8

Q

>

w

\ REFER TO KELBROOK ROAD

AQUASPEED LLC CCTV REPORT
AND PLANS FOR FURTHER
INFORMATION OF EXISTING
CULVERT CONDITION AND
LOCATION
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