5

ENGINEERING SERVICES

Co-Op Live

Mechanical Services
Air Source Heat Pumps Schedules

Document No:
BRA-SES-ZZ-Z7Z-SH-X-50051
RIBA Stage 4a

P02



27.10.21

P02
Co-Op Live 20043
Reference ASHP.05.01-07
Location LO5 Roof Trench - Zone B
System Hot Water Generation
Capacity (kW) 146.40 kW
Water Flow Rate (I/s) 3.571is

Ambient Air Temperature (°C)

-5.0°C (db), -6.0°C (wh)

Inlet Water Temperature (°C) 55°C

Outlet Water Temperature (°C) 65°C

Available Pressure (kPa) 211 kPa

COP (W/W) 2.08 W/W

SCOP (W/W) 2.83 @ 55°C Ambient / 3.20 @ 35°C Ambient
Sound Power - Lw ( dB(A) ) 85 dB (A)

Sound Pressure @ 10m 53dB (A)

Dimensions

1,880 x 1,100 x 4,330 mm

Electrical Details

Electrical Power Input (kW) 70.20 kW

Running Current (Amps) 148.00 Amps
Full Load Amps (Amps) 151.53 Amps
Locked Rotor Amps (Amps) 292.53 Amps

Electrical Supply (V /@ / Hz)

400v /3@ / 50 Hz

Supplier Details

Manufacturer

Aermec

Model Reference

NRKO700°H°A°J°P1

Controls

BMS interface

Accessories / Notes

Notes:
1.
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