STATUS B ACCEPTED WITH COMMENTS STATUS B ACCEPTED WITH COMMENTS

approx 895 - 1660

Gyplyner tofitted in accordance
with manufacturers instructions

Approx. location of boundary along Gridine G

Breather and cladding to
specialist s/c design and specification

100mm specwall fitted to
manufacturers instructions.

Membrane drassed up slab edge and
bonded to specwall system above ground

Landscape architect to advise on suitable
finish between buiings

FFL 26.830 Load bearing insulation block to base of

Specwall

20

Solsheet overlapped by 300mm and
secured in place with fixing band and fixing
nail

Insitu suspended Floor slab to
S.E design

250

Concrete haunch and thin paving slab to
permit 25mm insulation behind.

b

Insulation suitable for under ground
application.50mm Kingspan GG 300

P10:160 100mm Kingspan — S+
GG300 to give a uvalue of v+
0.15w/m2k B

o
10)

Actitex on insulation. 100mm laps to all
sides, end laps staggered min 300mm. All
Ilaps stapled @ 300mm c/c

to manufacturers instructions

Actitex on insulation. 100mm
laps to all sides, end laps
staggered min 300mm. All laps.
stapled @ 300mm c/c

to manufacturers instructions

Blinding / hardcore to structural
engineers details

Strip foundation to S.E details
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