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SAW CUT JOINTS ALONG DRAINAGE
CHANNEL CONCRETE APRON AT
MAX. 3m c/c AND TO COINCIDE WITH
MAIN SLAB JOINT LOCATION

SAW CUT JOINTS ALONG DRAINAGE
CHANNEL CONCRETE APRON AT

MAX. 3m c/c AND TO COINCIDE WITH
MAIN SLAB JOINT LOCATION
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GROUND WORKS
1. REFER TO GROUND INVESTIGATION REPORT AND CIVIL &

STRUCTURAL SPECIFICATION FOR EXTERNAL SLAB
PERFORMANCE AND REQUIREMENTS FOR EARTHWORK TESTING.

PERFORMANCE:
2. VIRGIN GROUND TO ACHIEVE A MIN. 2.5% CBR & COMPACTED TO

93% MAXIMUM DRY DENSITY.
3. GENERAL FILL (SITE WON CUT) TO BE PLACED AND COMPACTED

IN 200mm LAYERS AND ACHIEVE A MIN. 2.5% CBR & COMPACTED
TO 93% MAXIMUM DRY DENSITY.

4. GRANULAR CAPPING TO ACHIEVE A 15% CBR & COMPACTED TO
95% MAXIMUM DRY DENSITY.

5. GRANULAR SUB-BASE TO ACHIEVE A 30% CBR & COMPACTED TO
98% MAXIMUM DRY DENSITY.

6. ALL MATERIAL WITHIN TOP 450mm OF SURFACE WITHIN
TRAFFICKED AREAS TO BE NON FROST SUSCEPTIBLE.

GENERALLY:
7. GRADING CERTIFICATES REQUIRED FOR IMPORTED OR SITE

WON CRUSHED MATERIAL TO BE USED AS FILL.

8. PLATE LOAD TESTS (PLUS OTHERS) MUST BE PROVIDED BEFORE,
DURING AND AFTER FILLING AS OUTLINED IN SPECIFICATION.

9. ALL VEGETATION, TOPSOIL AND DELETERIOUS MATERIAL MUST
BE REMOVED.

LEGEND
SITE BOUNDARY

LINEAR DRAINAGE CHANNEL

CONCRETE SLAB JOINTS:
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SAWN JOINT

DEBONDED CONTRACTION JOINT

DEBONDED LONGITUDINAL JOINT

LONGITUDINAL JOINT

LONGITUDINAL JOINT AT CHANNEL

ARMOURED JOINT AT DOORWAY

ISOLATION JOINT

DEJ

LDCJ

CONCRETE SERVICE YARD
175mm SURFACE PAV 2 A393 TOP MESH 50mm COVER

REINFORCED JOINTED CONCRETE
150mm SUB BASE TYPE 1 AGGREGATE
250mm             CAPPING          6F2
GEOGRID*

ASPHALT ACCESS ROAD
40mm SURFACE HRA 55/10 SURF 40/60 GRADE
60mm BINDER AC 20 DENSE BIN 40/60 GRADE
100mm             BASE AC 32 BASE 40/60 GRADE
150mm             SUB-BASE TYPE 1 AGGREGATE
250mm             CAPPING          6F2
GEOGRID*

BLOCK FOOTPATHS
50mm SURFACE BLOCK
30mm BEDDING SAND
150mm             SUB-BASE TYPE 1 AGGREGATE

ASPHALT CAR PARK
30mm SURFACE AC 10 CLOSE SURF 100/150 GRADE
70mm BINDER AC 20 DENSE BIN 100/150 GRADE
150mm             SUB-BASE TYPE 1 AGGREGATE
250mm             CAPPING          6F2
GEOGRID*

* CONTRACTOR TO OBTAIN ENGINEER'S APPROVAL

BLOCK PARKING BAYS
60mm             SURFACE BLOCK
30mm BEDDING MORTAR BED AND JOINTS
150mm             SUB-BASE TYPE 1 AGGREGATE
250mm             CAPPING         6F2
GEOGRID*

LANDSCAPING

PAVING CONSTRUCTION

ASPHALT FOOTPATH
25mm SURFACE AC 6 CLOSE SURF 100/150 GRADE
50mm BINDER AC 20 DENSE BIN 100/150 GRADE
150mm             SUB-BASE TYPE 1 AGGREGATE

ROW MAINTENANCE  PATH
100mm SURFACE 20mm STONE CHIPPINGS
GEOTEXTILE

P1 05.04.24 SH ILPRE TENDER REVIEW
T1 26.04.24 SH ILTENDER ISSUE
T2 20.09.24 SH ILUPDATED TO SUIT LATEST SITE LAYOUT
T3 15.05.25 NM ILUPDATED TO SUIT LATEST SITE LAYOUT
C1 20.05.25 NM ILISSUED FOR CONSTRUCTION 
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