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1.0 SUMMARY 

PDA Ltd have been commissioned to undertake an assessment of plant noise emissions from the 
proposed residential development at St Margaret’s Chambers, Newton Street, Manchester, M1 1HL. 
The proposal involves the conversion of the former office building to form residential apartments with 
existing retail and A3 uses retained at ground level. 
 
The Assessment has been undertaken to demonstrate compliance with the requirements of Planning 
Condition 9 which stipulates the following: 
 

“Prior to occupation of the residential accommodation a scheme for the acoustic insulation of any 
externally mounted ancillary equipment associated with the development to ensure that it 
achieves a background noise level of  5dB below the existing background (LA90) at the nearest 
noise sensitive location shall be submitted to and approved in writing by the City Council as local 
planning authority in order to secure a reduction in the level of noise emanating from the 
equipment.” 

 
We note that the Planning Condition states that plant noise emissions should; “achieve a background 
noise level of 5dB below the existing background (LA90) at the nearest noise sensitive location”. This 
appears to be a typo and as such, for the purposes of this assessment it is assumed that this is meant 
to reference the rating noise level associated with plant installations being designed to achieve 5 dB 
below the background noise level.   
 
It is understood that the following plant items are proposed: 
 

 3 no. Samsung AE050 Air Source Heat Pumps (ASHPs) 
 6 no. Samsung AE080 ASHPs 
 3 no. Samsung AE120 ASHPs 

 
 
In order to predict the noise level at the façade of the nearby noise sensitive dwellings due to the 
proposed development, the site and its surroundings have been modelled in Soundplan noise 
propagation software.  
 
Our assessment has been undertaken in accordance with the methods described in BS4142:2014 – 
‘Methods for rating and assessing industrial and commercial sound’.  
 
Our assessment has indicated that the rating level at the worst affected noise sensitive receiver is 
likely to be 19 dB below the background sound level. In accordance with BS4142:2014 this is an 
indication that noise emissions from the scheme will have a low impact.  
 
In addition, the results of our assessment suggest that the requirements of Planning Condition 9 have 
been achieved and therefore, the Condition may be discharged.  

 
 
 
 
 
 
 
 
 

 
 
 
 
 



J004193-8667-CW-01: Plant Noise Impact Assessment (Condition 9) – St Magaret’s Chambers  
17th February 2025 

 
 
 

______________________________________________________________________________________ 
 
Philip Dunbavin Acoustics Ltd. – Tel (01925) 759380 
email:  chriswright@pdaltd.com  5 
 
 

 
2.0 SITE DESCRIPTION  

The site is located on the corner of Newton Street and Piccadilly in Manchester City Centre. The 
proposed development comprises the conversion of the former office block to form residential 
apartments whilst retaining the existing retail and A3 uses on the ground floor.  
 
The site is bound by Back Piccadilly to the north, Newton Street to the east and Piccadilly to the south 
with the wider surrounding area comprising a mixture of existing commercial, office and residential 
uses typical of a city centre environment.   
 
The site location can be seen in Figure 1 below: 
 

 
 

Figure 1 – Site location  
 
The nearest noise sensitive receivers (NSR’s) have been identified as follows:  
 

 NSR 1 – Clayton House which adjoins the development to the west.   
 NSR 2 – Kingsley House located adjacent to the development on Back Piccadilly  
 NSR 3 – No.8 Newton Street, located to the east of the development   
 NSR 4 – No.67 Piccadilly, located to the east of the development  
 NSR 5 – No 37 Piccadilly, offices on the junction of Piccadilly and Portland Street  

 



J004193-8667-CW-01: Plant Noise Impact Assessment (Condition 9) – St Magaret’s Chambers  
17th February 2025 

 
 
 

______________________________________________________________________________________ 
 
Philip Dunbavin Acoustics Ltd. – Tel (01925) 759380 
email:  chriswright@pdaltd.com  6 
 
 

The location of the NSR’s relative to the development site are illustrated in the Figure below: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 2 – Site location and NSR’s 
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3.0 ASSESSMENT CRITERIA  

3.1 Planning Condition 9 (app: 136417/FO/2023) 

It is understood that planning permission for the development has been approved subject to conditions. 
Condition 9 relates to plant noise emissions and stipulates the following: 
 

“Prior to occupation of the residential accommodation a scheme for the acoustic insulation of any 
externally mounted ancillary equipment associated with the development to ensure that it 
achieves a background (assumed to mean ‘rating’) noise level of 5dB below the existing 
background (LA90) at the nearest noise sensitive location shall be submitted to and approved in 
writing by the City Council as local planning authority in order to secure a reduction in the level of 
noise emanating from the equipment.” 

 
3.2 BS4142:2014 

The standard describes a method of determining the level of a noise of commercial or industrial nature, 
together with procedures for assessing the impact of such a noise outside nearby noise sensitive 
areas. 
 
The standard provides a procedure for comparing the noise from commercial sources with background 
noise levels in the absence of the commercial noise and determining the likely impact of the noise on 
NSRs. 
 
Specific sound level, Ls = LAeq,Tr 
 
The sound source being assessed. Defined as the equivalent continuous A-weighted sound pressure 
level produced by the specific sound source at the assessment location over a given reference time 
interval, Tr. 
 
This is the noise level associated with site in isolation, not including any other noise sources and is 
logarithmically averaged over the reference time period. 
 
Rating level, LAr,Tr 
 
Specific sound level plus any adjustment for the characteristic features of the sound. 
Reference time interval, Tr 
 
Specified interval over which the specific sound level is determined: 
• 1 hour during the day; 0700-2300 
• 15 minutes at night; 2300-0700 
 
Ambient sound level, La = LAeq,T 

 
Equivalent continuous A-weighted sound pressure level of the totally encompassing sound in a given 
situation at a given time, usually from many sources near and far, at the assessment location over a 
given time interval, T. 
 
Residual sound level, Lr = LAeq,T 
 
The ambient sound remaining at the assessment location when the specific sound source is 
suppressed to such a degree that it does not contribute to the ambient sound. Defined as the 
equivalent continuous A-weighted sound pressure level at the assessment location over a given time 
interval, T. 
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Background sound level, LA90,T 
 
A-weighted sound pressure level that is exceeded by the Residual sound at the assessment location 
for 90% of a given time interval, T, measured using time weighting F and quoted to the nearest whole 
number of decibels.  
 
Regarding defining the rating level, certain acoustic features can increase the impact over that 
expected from a simple comparison between the specific noise level and the background level. Where 
such features are present, these are considered by adding corrections to the specific noise level. 
 
The corrections are applied based on whether the following features occur, or are expected to be 
present. The correction values can either be determined subjectively, or by various objective 
measurement procedures: 
 
• The noise contains a distinguishable, discrete, continuous tone (whine, hiss, screech, hum, 

etc.). 0 – 6 dB penalty 
• The noise contains distinct impulses (bangs, clicks, clatters, or thumps). 0 – 9 dB penalty. 
• Where the specific sound features characteristics that are neither tonal nor impulsive, though 

otherwise are readily distinctive against the residual acoustic environment, a penalty of 3 dB 
can be applied. In addition the standard indicates that if the noise is intermittent and the 
intermittency is readily distinctive against the residual acoustic environment, a penalty of 3 dB 
can be applied. 

 
In addition, BS4142 notes that where tonal and impulsive characteristics are present in the specific 
sound within the same reference period then these two corrections can both be taken into account. If 
one feature is dominant then it might be appropriate to apply a single correction. Where both features 
are likely to affect perception and response, the corrections ought normally to be added in a linear 
fashion. 
 
From the addition of the above penalties where appropriate the rating level is established, this being 
the value that is compared with the background noise. 
 
According to BS4142, an initial estimate of the impact is given for a rating level of: 
 
• 10 dB(A) or more above the background is an indication of significant adverse impact, 

depending on the context. 
• 5 dB(A) above the background is an indication of an adverse impact, depending on the 

context. 
• where the rating level does not exceed the background level, this is an indication of the specific 

sound source having a low impact, depending on the context.  
 
The above initial assessment may then be modified, depending on the context, to take into account: 
 
•      The absolute level of the sound. 
• The character and level of the residual sound compared to the character and level of the 

specific sound. 
• The sensitivity of the receptor and whether dwellings or other premises used for residential 

purposes will already incorporate design measures that secure good internal and/or outdoor 
acoustic conditions, such as: 

 
i. Façade insulation treatment 
ii. Ventilation and / or cooling that will reduce the need to have windows open to provide 

rapid or purge ventilation. 
iii. Acoustic screening  
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3.3 BS8233:2014 Guidance on Sound Insulation and Noise Reduction for Buildings 

British Standard 8233:2014, Guidance on Sound Insulation and noise reduction for buildings, gives 
guidance on internal noise levels within dwellings, flats and other typical indoor uses e.g. office space 
when unoccupied. The recommended internal noise levels for residential uses are summarised in the 
table below:   
 
Table 1. BS8233 recommended indoor ambient noise levels 

  

Activity Location 07:00 to 23:00 23:00 to 07:00 

Resting Living room 35 LAeq,16hour – 

Dining Dining room/area 40 LAeq,16hour – 

Sleeping (daytime resting) Bedrooms 35 LAeq,16hour 30 LAeq,8hour 

  
It should however be stressed that the above criterion relates to steady noise, excluding unusual noise 
events departing from the typical noise character of the area.  
 

3.4 WHO Guidelines for Community Noise 

In 1999, the WHO (World Health Organisation) published Guidelines for Community Noise, stating the 
following internal noise levels are applicable to dwellings.  

Table 2. WHO Guidelines for Community Noise criteria  

Specific Environment Critical Health Effect(s) LAeq dB 
Time Base 
(hours) * 

LAFMAX dB 

Dwelling, indoors 
Speech intelligibility & moderate 
annoyance, daytime & evening 

35 16 - 

Inside bedrooms Sleep disturbance, night-time 30 8 45 

Outside Bedrooms 
Sleep disturbance, window open 

(outdoor values) night time 
45 8 - 

1 Typically taken to be daytime/evening - 07:00 – 23:00 hours, and night time 23:00 – 07:00 hours.  

WHO guidelines state, ‘To protect the majority of people from being seriously annoyed during the 
daytime, the outdoor sound level from steady, continuous noise should not exceed 55 dB LAeq on 
balconies, terraces and in outdoor living areas. To protect the majority of people from being moderately 
annoyed during the daytime, the outdoor sound level should not exceed 50 dB LAeq.’ 
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4.0 EXISTING AMBIENT NOISE CLIMATE  

4.1 Measurement Time & Location 

In order to determine the existing ambient noise climate in the vicinity of the proposed development 
and nearby sensitive receivers a noise survey was undertaken by PDA Ltd. Measurements were 
undertaken at 2 positions as summarised below: 
 

 Position 1 – Approximately 6m above ground level from a 2nd storey window on the eastern 
facade overlooking both Newton Street and Piccadilly.   

 Position 2 – Approximately 6m above ground level fixed to external fire escape stair well with 
a clear line of sight to Back Piccadilly.  

 
The measurement positions are illustrated in Figure 3 below: 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 3 – Noise Survey Measurement Positions  
 
The measurements at both locations were made continuously over a period of approximately 16 hours 
periods between 16:02 hours on Thursday 26th and 10:30 hours on Friday 27th January 2023. The 
measurement period was chosen such that both the morning and evening rush-hour periods were 
captured in addition to a full night-time.  
 
 
 
 
 

P2  

P1  
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4.2 Measurement Equipment and Personnel  

The noise survey was conducted using 2 NTI XL2 sound level meters. In accordance with IEC 61672-
1:2002 the NTi XL2 has a class 1 frequency response and can operate as an integrating sound level 
meter with frequency analysis and statistical functions.  

The meters were set to measure ‘A’ weighted, broadband and octave band sound pressure levels and 
various statistical parameters. The meters were field calibrated to 1kHz at 94dB both before and after 
the measurement during which time no significant deviation was observed.  

A valid calibration certificate is held for both the meters and the calibrator. All measurements were 
made and partially attended by Mr C Wright BSc (Hons) MIOA of PDA Ltd. 

A summary of the weather conditions during the survey period is given in Table 4 below: 
 
Table 3. Weather Conditions 

 

Measurement Date Temperature Windspeed Events 

Thursday 26th January 2023 5 - 8°c 1 - 5 m/s  Dry 

Friday 27th January 2023 4 - 6°c 1 - 3 m/s Dry 

 
4.3 Measured Noise Results  

Full details of the measured results can be seen in the appendix included at the end of this report. A 
summary of the results is given in Table 4 below, all values have been rounded to the nearest dB.  
 
Table 4. Summary of noise measurements 
 

Measurement Location Period  
Average 

LAeq,T 
Range of LA90 

Typical 
Background 
Sound Level  

LA90 

Position 1 
(Piccadilly/Newton Street) 

Daytime 67 56 – 64 60 

Night-time 63 48 – 61 49 

Position 2 
(Back Piccadilly) 

Daytime 65 52 – 62 57 

Night-time 61 45 – 57 49 
 

Notes: 
 

1 For the purposes of this assessment the modal LA90 was taken to be representative of the typical background sound 
level.  

 
4.4 Description of Noise Sources  

The noise climate in the vicinity of the site is dominated by road traffic noise on Newton Street and 
Piccadilly. The road traffic included cars, motorbikes, buses and HGV’s as well as occasional sirens 
due to passing emergency vehicles.  
 
It was observed that vehicle movements on Back Piccadilly are relatively infrequent and traffic from 
Newton Street was the dominant at this location. In addition, plant noise was audible during lulls in 
road traffic however, was not considered to have a significant contribution to the ambient noise climate. 
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4.5 Background Sound Levels  

Based upon the measurements above it can be seen that the typical background sound levels are 
between:  
 

 57 – 60 dB LA90,5-mins during the daytime  
 49 dB LA90,5-mins during the night-time  

 
In addition it can be seen that the ambient noise level across the site is ≥61 dB LAeq.  
 
Given that the plant items installed within the development are likely to operate during both the day 
and night periods we have based our assessment the typical background sound level during the night-
time i.e. 49 dB LA90.    
 
In accordance with the requirements of Planning Condition 9 plant noise emissions from the 
development should be controlled to 5 dB below the typical background sound level at the nearest 
noise sensitive receivers. Therefore, the plant noise limit for this development would be 44 dB LAr,Tr.  
 

5.0 NOISE IMPACT ASSESSMENT  

5.1 Proposed Plant Items  

We have been provided with the details of the proposed plant items for the development which are 
understood to be as follows: 
 

 3 no. Samsung AE050 Air Source Heat Pumps (ASHPs) 
 6 no. Samsung AE080 ASHPs 
 3 no. Samsung AE120 ASHPs 

 
It is understood that that all of the above ASHPs are mounted on a plant deck at roof level the location 
of which can be seen in the Figure below: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 3 – Location of Roof Top Plant Deck 
 
 
 
 
 

Plant deck 
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5.2 Sound Power Levels of Proposed ASHPs 

We have reviewed the manufacturers literature provided to us and calculated the sound power level 
of the plant items as summarised below.  
. 
The data provided to us indicates the following sound pressure levels measured at 1.5m above ground, 
1m from the unit: 
 

 AE050 – 45 dB LPA 
 AE080 – 48 dB LPA 
 AE120 – 50 dB LPA 

 
In order to calculate the noise emissions from the development to the nearby receivers it is necessary 
to determine the sound power level of the ASHPs. This has been based upon the following standard 
calculation method.  

 
𝐿𝑤 = 𝐿𝑝 + 10 log(2 𝜋𝑟ଶ) 

Where; 
Lw = Sound power level 
Lp = Sound pressure level  
R = Distance from source - 1.8m (𝑎ଶ + 𝑏ଶ = 𝑐ଶ) 
 
Based upon the above calculations we would estimate the Sound Power Level radiating from the 
proposed air source heat pumps would be as follows:  
 
Table 5. Summary of sound power levels  
 

Type 
No. of 
Units 

Sound Power Level (dB) in Octave bands (Hz) SWL 
dB(A) 63 125 250 500 1k 2k 4k 

AE050  3 68 61 63 55 48 44 41 58 
AE080 6 71 64 66 58 51 47 44 61 
AE120 3 73 66 68 60 53 49 46 63 

 
Note that the spectral data has been taken from manufacturers literature for the specific units 
proposed. The values in the table relate to the sound power for each unit.  

 
6.0 NOISE EMISSION CALCULATIONS  

6.1 Calculation Details 

In order to determine the likely impact associated with plant noise emissions from the development we 
have undertaken an assessment in accordance with the requirements of BS 4142:2014+A1:2019 
“Methods for rating and assessing industrial and commercial sound”. 
 
In order to predict the noise level at the façade of the nearby noise sensitive dwellings due to the 
proposed development, the site and its surroundings have been modelled in Soundplan noise 
propagation software.  
 
The software uses the method of ISO 9613 ‘Acoustics – attenuation of sound during propagation 
outdoors – general method of calculation’ and takes into account geometric spreading, ground effects, 
air attenuation, barrier attenuation and reflections.  
 
The model is based on the sound power levels and frequency spectra detailed in Section 5 above and 
assume that all plant will be operating simultaneously during both day and night-time periods.  
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6.2 Calculation Results   

Based upon the source levels detailed within Section 5 and the noise prediction methodology detailed 
within Section 6.1 we have calculated the resultant noise level at the various receiver locations.  
 
Details of the calculation results are summarised within the following figure: 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
Figure 4 - Noise Emissions to Residential Receivers  

Our comparison of the calculated noise with the measured background is highlighted within the 
following table. Note that only the worst-case noise level has been considered.  
 
Table 6. Comparison of predicted noise with background 
 

Location 
Specific 

Sound Level 
dB (LAeq) 

Feature 
Correction 

(dB)* 

Rating Level 
dB (LAr) 

Background 
Sound Level 

dB (LA90) 

NSR4   30 0 30 49 

* BS4142:2014 indicates that a feature correction should be applicable if the noise sources are impulsive, tonal or is irregular 
enough to attract attention. In our experience modern plant equipment does not tend to be tonal or impulsive and therefore, we 
would not consider it appropriate to apply a feature correction.  
 
Our initial assessment would suggest that the rating sound level is likely to be at least 19 dB below the 
typical background sound at the worst affected residential receivers. 
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BS4142 would suggest that:  
  

“10 dB(A) or more above the background is an indication of significant adverse impact, depending on 
the context.  

  
5 dB(A) above the background is an indication of an adverse impact, depending on the context.  

  
Where the rating level does not exceed the background level, this is an indication of the specific sound 
source having a low impact, depending on the context.” 

 
Our assessment has indicated that the rating level at the worst affected NSR is likely to be 19 dB below 
the background sound level. In accordance with BS4142:2014 this is an indication that noise emissions 
from the scheme will have a low impact.  
 
It can also be noted that this complies with the requirements of Planning Condition 9 which stipulates 
that plant noise emissions from the development are controlled to at least 5 dB below the background 
sound level.  
 

7.0 CONTEXT AND DISCUSSION OF RESULTS 

The BS4142 initial estimate is described within Section 6.2 and indicates that the noise impact is likely 
to be low however, BS4142 indicates that this initial estimate of impact needs to be modified for 
context.  
 
With reference to the context BS4142 indicates that the significance of sound of an industrial and/or 
commercial nature depends upon both the margin by which the rating level of the specific sound source 
exceeds the background sound level and the context in which the sound occurs.  
 
BS4142 indicates that pertinent factors that could modify context would include: the absolute level of 
sound; the character and level of the residual sound compared to the character and level of the specific 
sound; the sensitivity of the receptor and whether dwellings or other premises used for residential 
purpose already incorporate design measurements that secure good internal and/or outdoor acoustic 
conditions.  
 
With regards to context, we would note that the worst case rating level is predicted to be 30 dB. On 
the basis that a partially open window will provide an attenuation of 13 dB we would estimate that the 
internal noise level is likely to be 17 dB LAeq and therefore, comfortably achieves the internal noise 
criteria of BS8233 and WHO during both the day and night time periods.  
 
In any case we would note that the lowest measured residual noise level in the vicinity of the noise 
sensitive receivers was found to be 61 dB LAeq, night-time. Given that the specific plant noise level is 
predicted to be 31 dB below the residual noise climate we would consider it to be non-contributary.  
 
We would consider that the contextual factors discussed above would further reduce the impact 
however, our initial assessment already indicates the site would have a low impact and therefore, this 
does not affect the conclusions of our assessment. 
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8.0 UNCERTAINTY 

BS4142 indicates that an assessment of noise impact should consider uncertainty within the 
assessment. This uncertainty can arise from: uncertainty in measurements; uncertainty in sound 
emission and sound power level; and uncertainty in calculation method.  

 
8.1 Uncertainty in Measurements   

It is noted that the instrumentation used for the assessment, it conforms to Class 1 accuracy in 
accordance with IEC 61672. In addition, the instrumentation has been calibrated to national standards 
and was field calibrated at the time of the measurements.  
 
For conservatism we have based our assessment on the lowest typical background sound level (dB 
LA90).  
 
We would therefore consider that the effect of uncertainty on the measurement of background sound 
would be minimal. 
 

8.2 Uncertainty in Sound Power Levels 

Our assessment is based on sound levels obtained from manufacturers literature provided to us by 
the client. In addition, it is conservatively assumed that all plant will be operating simultaneously.  
 
It will need to be ensured that the equipment installed complies with the levels stated by the 
manufacturer or as assumed in this report.   
 
However, on this basis we would consider the effect of uncertainty on the assessment of sound power 
levels is likely to be minimal.  

 
8.3 Uncertainty in Calculation Method 

It is noted that the calculations have been undertaken utilising a known prediction method and have 
utilised the standard ISO 9613. In addition calculations have been undertaken utilising commercial 
prediction software. We would therefore consider that this would minimise uncertainty in the 
assessment.  
 

9.0 RECOMMENDATIONS 

Any plant mounted at roof level should be mounted on heavy framework and be supported by 
manufacturer proprietary anti-vibration mounts or resilient pads of selected isolation performance to 
take into account the floor slab mass and span to suppress vibration energy transfer to the structure.  
 
Flexible connections should be employed between plant and non-isolated components. These 
connections should allow unrestricted movement of the plant item. It should be ensured that any plant 
does not cause excessive sound or vibration transfer to top floor apartments below. 

 
10.0 CONCLUSION  

PDA Ltd have been commissioned to undertake an assessment of plant noise emissions from the 
proposed residential development at St Margaret’s Chambers, Newton Street, Manchester, M1 1HL. 
The proposal involves the conversion of the former office building to form residential apartments with 
existing retail and A3 uses retained at ground level. 
 
In order to predict the noise level at the façade of the nearby noise sensitive dwellings due to the 
proposed development, the site and its surroundings have been modelled in Soundplan noise 
propagation software.  
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Our assessment has been undertaken in accordance with the methods described in BS4142:2014 – 
‘Methods for rating and assessing industrial and commercial sound’.  
 
Our assessment has indicated that the rating level at the worst affected noise sensitive receiver is 
likely to be 19 dB below the background sound level. In accordance with BS4142:2014 this is an 
indication that noise emissions from the scheme will have a low impact.  
 
In addition, the results of our assessment suggest that the requirements of Planning Condition 9 have 
been achieved and therefore, the Condition may be discharged.  
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APPENDIX A – DEFINITION OF ACOUSTIC TERMS 
 
The decibel 
 
This is the basic unit of noise, denoted dB. 
 
A Weighting 
 
This is a weighting process which simulates the human ear’s different sensitivity at different frequencies. A 
weighting can be shown two typical ways, 50 dB(A) Leq or 50 dB LAeq. Both mean the same thing. (See below 
for a definition of Leq). The dB(A) level can be regarded as the overall level perceived by human beings. 
 
Leq and Leq(s) 

This is the equivalent continuous noise level which contains the same acoustic energy as the actual time-
varying sound. In other words it is a kind of average noise level. It is denoted dB Leq or, for A-weighted figures 
dB(A) Leq or dB LAeq. It can also be expressed in terms of frequency analysis (see later). Leq(s) is the sample Leq 

level. 
 
Ln 

This is the level exceeded for n% of the time. It is denoted dB Ln or, for A-weighted figures dB(A) Ln or dB LAn. 

It can be expressed in terms of frequency analysis (see later). L90 is the level exceeded for 90% of the time 
and is a measure of the lowest level typically reached. L10 is the level exceeded for 10% of the time and is the 
highest level typically reached. L50 is the level exceeded for 50% of the time and, mathematically, it is the 
median. 
 

Lmax 

This is the maximum level reached during a measurement period. The “time constant”, or the ability of the 
equipment to respond to impulses is usually expressed along with it, e.g. “Fast”, “Slow”, etc. It is denoted dB 
Lmax  or, for A-weighted figures dB(A) Lmax, dB LAmax, etc. It can also be expressed in terms of frequency analysis. 
 
Frequency Analysis 
 
Whereas dB(A) gives a very useful overall figure, it has its limitations in that it cannot be used to model or 
predict the effect of noise control and mitigation as this nearly always has radically different performance at 
different frequencies. 
 
Frequency analysis expresses an overall noise level at each frequency or band of frequencies in the audible 
range. Octave band analysis divides the audible range into 10 bands from 31.5 Hz to 16 kHz and the noise 
level in each band can be expressed in any form e.g. Leq, L90, Lmax etc. One third octave band analysis uses 
30 bands. 
 
Narrow band analysis takes the process to resolutions of less than 1 Hz. This is useful for identifying the 
existence of tones (whines, hums, etc.) and in pin-pointing the sources. 
 
 
 
 
 
 
 
 
 
 


