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                Prohibition
                 

                 • Mechanical digging or scraping is not permitted within a defined root protection area 
                 or within areas cordoned off by protective barrier fencing.

                 • No access will be permitted within the protected areas.
                 • No materials, equipment or debris will be stored within any of the fenced areas, or 

                 against the fencing.
                 • Fires are not permitted within 10m of any vegetation.

                 • Leaning objects against or attaching of objects to a tree is not permitted.
                 • Machinery, plant and vehicles are not permitted to be washed down within 10m of 

                 vegetation. Chemicals and materials are not to be transported, stored, used or mixed 
                 within a root protection area or within areas cordoned off by protective barrier fencing. 

                 • Cement silos, mixing site to be situated within a bunded area to prevent pillage/leaking 
                 of chemicals harmful to trees. These areas are to be sited well clear of protected trees. 
                 • Refuelling of plant or machinery is prohibited within 10m of the construction exclusion 
                 zones. It is essential that allowance should be made for the slope of the ground so that 
                 damaging materials such as concrete washings, mortar or diesel oil cannot run towards 

                 trees. 
                 • Where machinery is to be used within 5m of retained tree canopies a banks man will 

                 be required at all times whilst setting up, moving or operating within this distance of 
                 retained trees canopies. 

                 • Storage of all caustic material and chemicals are to be situated well clear of protected 
                 areas and preferably on lower ground if slopes are present, or to be situated within a 

bonded area to prevent any spills or leaks entering the ground.

      General Canopy Protection
      Since the canopies of retained trees may be in close proximity to areas of plant operation, 

      the following restrictions will apply:
      

      All plant will be sited outside the defined RPAs of retained trees / groups, 
      and the appointed contractor will ensure all relevant personnel shall be made aware of 

      the location of branches and the need to 
      avoid causing damage to them.

      
      Prior to the implementation of lifting operations, a representative from the 

      equipment supply company shall visit the 
      

      Site and ensure all operations can be completed without causing damage to 
      retained trees. 

      
      A lifting plan will be prepared and submitted for approval prior to all lifting operations. 

      The lifting plan will make provision for the potential for damage of 
      retained trees.

      
      All lifting operations will be completed under the close direction of a qualified banksman, 

      who will be briefed by the appointed contractor as to the need to avoid damage the stems 
      and branches of retained trees.

      
      Should additionally tree removal or pruning be required the LPA Tree Officer 

shall be contacted and the scope of works agreed in writing.

Construction Exclusion Zone

A construction exclusion zone (CEZ) is a 
designated area where there
is to be no construction activity what-so-
ever. Access to the area for
construction personnel or machinery is 
strictly prohibited and there is
no scope for materials or waste storage etc
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