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DO NOT SCALE. USE FIGURED DIMENSIONS ONLY.

All dimensions to be checked on site.

Drawing to be read with all relevant Architectural, Interiors, 

Structural, M&E, Drainage/Public Health, Landscape, Civils 

and Interiors drawings and specifications.  Any 

discrepancies between consultant's drawings to be 

reported to the Architect before any work commences.

The Contractor's attention is drawn to the Health & Safety 

matters identified in the Health & Safety plan as being 

potentially hazardous.

These items should not be considered as a full and final 

list.

The Work Package Contractor's normal Health & Safety 

obligations still apply when undertaking constructional 

operations both on and off site.

Define Architects take no responsibility for the location of 

legal boundaries indicated on this drawing and advise a 

separate drawing be completed by a specialist surveyor in 

order to establish exact boundaries.

DWG files provided for information only. Refer to PDF 

record.

The copyright of this drawing is held by Define Architects 

Ltd. 

Not to be used for any purpose without consent.
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Yorkshire Slider - Typical Head & Cill Details
Scale: 1:51

Bullnosed Corners to Plastering

Mineral Wool Insulation by Installer All Minor Gaps and Joints Sealed With Flexible 
Acoustic Sealant Caulk

Trowel Mastic Seal to Perimeter

19mm Astragal Bars

SIGA Fentrim 20 85mm to Create Air Tight Seal 
Between Door Frame and Plaster

Mineral Wool Insulation by Installer

Trowel Mastic Seal to Perimeter

Light, Buff Natural Stone Cill with Drip - Stone 
Sample TBA on Site

E_W_001

• Existing Brick
• 10mm Baumit Viton Fein Lime Levelling 
Plaster to Provide Air Tightness
• 80mm Square Edge Wood Fibre Insulation 
Boards
• Min. 6mm Baumit RK70N Lime Plaster 
Basecoat 
• 3mm Baumit RK70N Lime Plaster Finish Coat

Laquered Timber Windowboard
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Patchett Joinery Accoya Yorkshire Slider 
Window. Paint Finish: HEX #345327 Dark 
Green, Gloss 30%.
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Yorkshire Slider - Typical Jamb Details
Scale: 1:52

Bullnosed Corners to Plastering

All Minor Gaps and Joints Sealed With Flexible 
Acoustic Sealant Caulk

SIGA Fentrim 20 85mm to Create Air Tight Seal 
Between Door Frame and Plaster

19mm Astragal Bars

Light, Buff Natural Stone Cill with Drip - Stone 
Sample TBA on Site

Mineral Wool Insulation by Installer

Trowel Mastic Seal to Perimeter
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