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| Rights of Light/ Daylight & Sunlight
| Party Walls & Neighbourly Matters.
| Building Consultancy

GENERAL NOTES:

1 - Replace rotten drip moulding.

2 - Resin repair required to inside of window
frame.

3 - Splice repair to rotten section of door around
shoot bolts.

G - Replace glazing and beading.

| Fire Consultancy
| Project & Cost Management
| Building Safety

01 | Tender issue 02/07/25
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00 | First draft for review
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Do not scale from drawing - all dimensions to be verified on site.

CLIENT:

Peel L&P (Ports No 3) Limited

PROJECT Middle Warehouse, Castle Quay, Manchester
TITLE: \Windows, Doors, and Terraces Repair and
Maintenance Scheme
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Apartment 504 - Elevation
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Apartment 504 - Apartment and Terrace Layout
Scale 1:100 @ A3
Door and window side screens
Location Comments E8A Timber repairs Window Fastener Windowstay WindowHinges Door Hinges Door handles +Lock | Shoot bolts | External perimeter | Draught strips|Draught strips|  Internal Sealant tovertical | Beading | Gazing
sealant -doors -windows perimeter joints
sealant
Bedroom Double timber door set. Splice repairs
D1 requireto rotten sections of the slave
door shoot bolts. The plant ondrip v v X X v v v v v X v v X X
mouldingto the bottom of the right hand
slave door is rotten - allow for
replacement. Theironmongeryis 3Nr per door - Replace. 2Nrtoslave
corroded - allowfor replacement of As per drawing. replace. door -
hinges, handle, etc. The master dooris replace.
binding on the slave door.
Kitchen Top hung opening casement. The inside
w1 of the windows have been painted and v v x v v x x x v x v v v x x
are stickingto the frame. Small resin
repair required to damaged section of
frame. As per drawing. Nr
Kitchen Top hung opening casement. The inside
w2 of the windows have been painted and v v % v v % x x v % v v v % %
are stickingto the frame. Small resin
repair required to damaged section of
frame. As per drawing. 2Nr
LivingRoom | Top hung opening casement. The inside v % % v v X % % v % v ‘/ v % %
W3 of the windows have been painted and N
are stickingto the frame.
LivingRoom | Double timber door set. Splice repairs
D2 requireto rotten sections of the slave
door shoot bolts. Theironmongery is v v x x v v v v v x v v x x
corroded - allow for replacement of
hinges, handle, etc. The master dooris 3Nr per door - Replace. 2Nrtoslave
binding onthe slave door. As per drawing. replace. door -
replace.
LivingRoom | Top hung opening casement. The inside v X x v v x X X v x v v v x x
wa of the windows have been painted and
L 2Nr
are stickingtothe frame.
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