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— The entire East Courtyard is
wheelchair acces'ls,ible.
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SOFTWORKS

PROPOSED MULTI-STEM TREE

- 300 to 400mm height multi-stem trees.

- Refer to drawing 63073-PLA-ZZ-ZZ-DR-L-2003,
drawing 2004 and planting schedule for details.

SEMI-MATURE TREE PLANTING
Refer to drawing 63073-PLA-XX-ZZ-ZZ-DR-L-2003
for details.

ORNAMENTAL SHRUB AND PERENNIAL PLANTING

- Planting in a minimum 300mm deep topsoil

- Refer to drawing 63073-PLA-ZZ-ZZ-DR-L-2003, drawing
2004 and planting schedule for details.

HARDWORKS
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COMPOSITE DECKING BOARDS

Refer to specification clause Q55/110.
Product: Enhanced Grain

Colour: Limed Oak

Supplier: Millboard or equal and approved
Size: 176 x 3600 x 32mm

Other: To be laid on non-combustible pedestals

NIDA-GRAVEL

Refer to specification clause Q23/160A.
Product: Nidagravel 130 Gravel Stabilisation Grid
Supplier: NidaGravel UK or equal and approved
Gravel: Golden Corn Flint by Long Rake Spar or
equal and approved

Size: 10mm angular gravel

LOOSE GRAVEL AROUND FEATURE TREE
Refer to specification clause Q23/160B.
Product: Golden Corn Flint

Supplier: Long Rake Spar or equal and approved
Size: 10mm angular gravel

PERMEABLE CONCRETE SLAB

Refer to specification clause Q25/125A.

Product: Ecogranite permeable aquaslab or equal and
approved

Supplier: Hardscape or equal and approved

Size: 300 x 450 x 60mm

Laid: Half Stretcher bond

BLOCK PAVING

Refer to specification clause Q25/120.
Product: Perfecta Paving or equal and approved
Colour: Natural

Supplier: Marshalls or equal and approved

Size: 450 x 450 x 50mm

FURNITURE

B1a, B1b
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F12a/F12b

Door to fire escape ramp only. The door

is designed to open outwards from the
courtyard towards the fire escape ramp.
As this route is intended solely for
emergency egress and not for regular
access, the anticipated direction of
travel is oneway only, away from the
courtyard.
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RAISED PLANTER

Refer to specification clause Q50/122.

Location: Ground floor courtyard

Product: Staple Planter Edge with Velpx system by Logic or equal and
approved

Size: W various, L Various, H (West Courtyard) 1000 - 1150mm above
FFL. Keep top of planter as same height across the same courtyard; H
(East Courtyard) 450mm above FFL.

Finish: Powder coated

Colour: RAL 7016 30% gloss

CURVED COMPOSITE BENCH
Refer to specification clause Q50/220.

FSC timber hardwood slatted seat with armrests. Iroko or similar approved.

Location: Ground floor courtyards

Size: H: 450mm, W: 450mm, L: various.

Colour: Natural

Other: To be integrated within raised metal planter and with integrated LED
stripe lights. Material to match decking boards.

MODULAR CIRCULAR SEATING

Refer to specification clause Q50/250

Location: Surrounding proposed specimen tree at Eastern
Courtyard.

Product: 3m Halo seat segment

Supplier: Sui Generis or equal and approved

Size: 1143 x 600 x 476mm (external radius 3m)

Colour: RAL 9010 Pure White

GLOWING CIRCULAR SWING

Refer to specification clause Q50/255

Location: To Eastern Courtyard.

Product: Light Up Swings Hanging Chair

Supplier: Mil Risas or equal and approved

Size: 1480 x 1480 x H390mm

Accessories: With arch metal support with PPC in RAL 7016 30%
gloss, colour change with remote control and fixing chain to limit
swaying.

METAL POSTS

Refer to specification clause Q50/270

F12a = Western Courtyard: Free-standing metal post to
support catenary lighting. Post to match Algrave metal pergola.
Height: 2.8m above finished floor level (FFL)

Material: Aluminum. Colour: Colour: Ral 7016 with 30% gloss.
Base detail and foundation design to engineer's specification.
F12b = Eastern Courtyard: Free-standing metal post to
support catenary lighting. Welded plate to top to have 45°
chamfer. Height: 5m above finished floor level (FFL). Material:
Powder coated galvanised steel.

Colour: Ral 7016 with 30% gloss

Base detail and foundation design to engineer's specification.

BESPOKE RAISED LOUNGER SEAT

Refer to specification clause Q50/221A

Integrated FSC certified timber lounger to be fixed onto raised
metal planter. Iroko or similar approved.

Location: Eastern Courtyard

Refer to drawing 63073-PLA-ZZ-ZZ-DR-L-7013 for dimension and
details.

Other: With intergrated LED stripe lights.

CONCRETE WALL WITH STEEL BALUSTRADE

Refer to specification clause E10/132 and clause Q50/120.
Precast concrete retaining wall with decorative pattern with steel
flat bar fencing to be installed on top. Refer to dwg.
63073-PLA-ZZ-ZZ-DR-L-7006 & 63073-PLA-ZZ-ZZ-DR-L-7007
for details.

Location: To emergency ramp at eastern courtyard.

STEEL BALUSTRADE ON CONCRETE UPSTAND

Refer to specification clause E10/132 and clause Q50/120.
Precast concrete retaining wall with decorative pattern with
steel flat bar fencing to be installed on side. Refer to dwg.
63073-PLA-ZZ-ZZ-DR-L-7006 &
63073-PLA-ZZ-ZZ-DR-L-7007 for details.

Location: To emergency ramp at eastern courtyard.

GLASS BALUSTRADE ON CONCRETE UPSTAND

Refer to specification clause E10/132, clause Q50/121.
Location: To Eastern Courtyard mid section of escape ramp.
Product: Glass balustrade with metal cap rail or equal and
approved.

Supplier: Delta Balustrade or equal and approved.

Material: Laminated glass.

Size: Refer to drawing 63073-PLA-ZZ-ZZ-DR-L-7006 for
dimension.

Colour: Concrete wall - painted in RAL 7016 30% Gloss; Glass
balustrade - clear.

GLASS BALUSTRADE

Refer to specification clause Q50/121A.

Location: To Western Courtyard interface with servicing yard
Product: Laminated glass balustrade with metal cap rail. To be
installed on top of concrete wall.

Size: Concrete wall - H 650 x W 280mm; Glass balustrade - H
2250 x D 12mm, both to make up 2400mm height protection
above Western Courtyard FFL.

Colour: Clear.

BIB TAP WITH LOCKABLE COVER

Refer to specification clause Q50/244.

Product: Outside Tap with Lockable Protective Cover by Tap
Safe or equal and approved

Reference number: SKU 5060473230040

Material: Thermoplastic Polymer

Size: H 240 x W 170 x D 155mm

Colour: Graphite Grey

AUTOMATIC STEEL PEDESTRIAN GATE

Refer to specification clause Q50/130A.

Product: Remini steel flat bar pedestrian gate by Lang and Fulton or equal
and approved. Refer to dwg. 63073-PLA-ZZ-ZZ-DR-L-7006 for details
Location: To escape ramp at Eastern Courtyard

Material: Galvanised steel

Size: H 2120 x W 1150

Finish: Micaceous Iron Oxide coating by Dulux or equal and approved.
Colour: Mid Grey

Note: Electric supply required. To engineer's details for connection

THIS DRAWING IS COPYRIGHT PROTECTED AND MAY
NOT BE REPRODUCED IN WHOLE OR PART WITHOUT
WRITTEN AUTHORITY FROM THE OWNER.

NOTES:

1. Do not scale from this drawing.

2. Always work to noted dimensions.

3. All dimensions are in millimetres unless otherwise stated.

4. All setting out, levels and dimensions to be agreed on site.

5. The dimensions of all materials must be checked on site before being
laid out.

6. This drawing must be read with the relevant specification clauses and
detail drawings.

7. Order of construction and setting out to be agreed on site.
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ELECTRICAL
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LIGHTING - design intent only

L4

L5.1

L7
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POWER SUPPLY REQUIRED
to engineer's detail for connection

co8 25/06/26 Condition discharge YH RM
co7 17/03/26  Post colour change YH RM
C06 10/03/26  Minor amendment YH YH
CO05 06/03/26 Electrical symbols added YH YH
co4 26/02/26 Full Construction Issue EK RM

DEVELOPEMENT BOUNDARY

PROPOSED CCTV

Location: To Eastern Courtyard Escape Ramp

- To be mounted on building facade. Subject to further
coordination with architects.

- To M&E engineers details

TREE UPLIGHTERS

Refer to specification clause Q50/382.

Product: 7111 'Light Up Garden' by Iguzzini LED:
4200Neutral or equal and approved.

Size: @ 130mm

Colour: Stainless steel

Other: Subject to further coordination with engineers

INTEGRATED LED STRIPE LIGHT IN FURNITURE
Location: To Eastern Courtyard. To be integrated with seating.
- Subject to further coordination with M&E engineers and
manufacturers details

- Location shown indicatively only

CATENARY LIGHTS

Refer to specification clause Q50/385.

Product: DZD Display Pro Festoon Lights - Opaque Globe
Bulds, warm white

Other: Electricity supply required. To engineers details.

RECESSED IN-GROUND LUMINAIRES

Refer to specification clause Q50/386.
Product: Light up Earth Flush Frame by iGuzzini.
Size: D 144mm

Material: stainless steel

FAIRY LIGHT AROUND FEATURE TREE

Refer to specification Q50/389

Product: LED Mini Light

Manufacture: LITE Ltd or equal and approved
Colour: Warm white

Other Electricity supply required with IP68 waterproof
rating. Connection to engineers details.
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