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New brickwork inset 600mm
from corner. To connect

to existing arch brickwork
as per Detail A.
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Lytag base course on DPM laid
over existing cobbled surface

40mm dia powder coated
STORE 2 steel balustrade Colour: STORE 1
Dark Grey (RAL ref TBC)
1100mm high secured to
floor slab and new non-
historic wall adjacent to
ramp.
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DATUM 100.00

New electrically operated roller New concrete ramp. Form level
shutter and hood with perforated
slats for airflow. Powder coat

finish colour: Dark Grey (RAL

ref TBC).
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floor finish at door threshold.

New powder coated lockable
steel door and frame Colour;
Dark Grey (RAL ref TBC) with
hinges, lock, lever handles

and overhead door closer. New
steel lintel over.
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New infill brickwork wall
construction to arches

as photographs below in
matching Blue/black bricks.

Existing non-historic brick wall

New infill brickwork wall
construction to arches

as photographs below in
matching Blue/black bricks.

constructed in 2010. ‘

New floor to comprise 75mm
thick sand cement screed laid
directly over DPM on cobbled
surface (at door opening) and
thereafter onto compacted

Lytag base course built up in
Iaz}ers over 1200 gauge Visqueen
DPM laid directly over existing
cobbled surface and taken up
sides of new floor constructions.
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Roller Shutter
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New powder coated steel roller
shutter and hood with perforated
slats for airflow. Powder coat
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Existing cobble floor to be retained. |—————

SECTION D-D

DATUM 100.00

AN

99.350

finish colour: Dark Grey (RAL
ref TBC).

- Existing foundations and
‘ floor constructed in 2010
to be retained.

DETAIL A - STAINLESS STEEL WALL
TIE DETAIL

- To mortar joints in existing historic
wall constructions

PREVIOUS NON-HISTORIC
BRICKWORK INFILL WALLS
TO ARCHES

U$dated to Planning requirements
01.07.2026: Proposed infill walls to
existing arches shown recessed. Type of

A |brickwork added. MJB |08.07.26|
No Prep| Date
Amendments

All given dimensions are in millimetres
Architect to be notified of discrepancies in figured dimensions
Contractors must check all dimensions from site
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