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850 1100 535

PROPOSED EXTENSION

FLOOR PLAN

GFL +150

Up

50mmx50mm Steel
column

50mmx50mm Steel
column

ROOF PLAN

The proposed extension shall comprise a lightweight,
minimally framed structural glazing system
fixed to the existing building façade.
The structure shall be designed to maximize transparency
while minimizing visible framing members.
All materials shall comply with relevant

and manufacturer's

GLAZING
External glazing shall comprise:

  >12mm Fixed back painted pane tempered
     toughened glass BS EN 12150

>Polished exposed edges.
>Heat-soak tested where specified.
SILICONE JOINTS
>Vertical joints between glass panels shall be:
Structural weatherproof silicone.
>UV resistant.
>Neutral cure.
>Black or clear finish.
>Joint Width:12–15 mm
>Joint Depth:6–8 mm

BASE FIXING CHANNEL
>Continuous extruded aluminium
structural glazing shoe.

Material:
>Marine Grade Aluminium 6063-T6
>Finish:Polyester Powder Coated
RAL Colour as Architect specifies.

Typical Dimensions:
>Width: 45 mm
>Height:65 mm

Fixings:
>M12 Dark grey Steel Anchor Bolts
>Maximum Centres:300 mm

Setting Blocks:
>EPDM Rubber
>5 mm thick

HEAD CONNECTION
Glass shall be restrained using a concealed
aluminium head channel fixed directly into:
>Steel beam,
Head Channel:
Width:45 mm
Height:65 mm

Seal:Continuous silicone seal internally and externally.

LIGHTWEIGHT ROOF
Polycarbonate Roof

>25–35 mm Multiwall Polycarbonate Panels
>UV Protected
>Clear or Opal Finish
Support Rafters:
>Aluminium

2494

SECTION A-A

EXISTING
BUILDING

50mm Premium Aluminium Alloy Tubes
 assembled with bolts and riveting

50mm Premium Aluminium Alloy Tubes as support
connected to trusses with bolts and riveting

PROPOSED
EXTENSION

Premium Aluminium Alloy Tubes
as roof beam effectively
bolted to wall with commercial
anchor bolts

Ceiling Board

PROPOSED
EXTENSION

SECTION B-B

Ceiling Board

50mm Premium Aluminium Alloy Tubes

PROPOSED EXTENSION
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50mmx50mm Steel
column

A

A

B B

Water proof
flashing sealant

Sliding Glass Door

Maximum Security
Fixed Steel Buglary with
 steel tracks

40mm Aluminium base
channel

channel

26
30

2450

50mm Premium Aluminium
Alloy Tubes as beam support

50mm Premium Aluminium
Alloy Tubes as beam support

Lightweight heat resisitant Polycarbonate Roof

Lightweight heat resisitant Polycarbonate Roof

24
94

Maximum Security
Fixed Steel
Buglary with
 steel tracks

12mm Tempered Frameles
Safety Glass

Structural
Silicon
Joint

Access Level +0.00

Dark grey Slim line
Grade 304
 Steel
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A

Maximum Security
Sliding Steel
Buglary with
 steel tracks

12mm Tempered
Frameles Safety
Glass

12mm Tempered Frameles
Safety Glass

Entrance
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PROPOSED SHOP FRONT
APPROACH ELEVATION
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 Entrance Sliding Glass Door
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PROPOSED WEST ELEVATION

WALK WAY
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Structural
Silicon
Joint
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40mm Aluminium base
channel

 pane tempered
 toughened glass BS EN 12150

Level access  +0mm
GROUND FLOOR

FIRST FLOOR

40mm Aluminium Head
Channel

N.G.L

40mm Aluminium Head
Channel
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Water proof
flashing sealant
in roof gutters

Level access

40mm  Aluminium head

Ground floor +0mmLevel access

250

2502995

Lightweight heat resisitant
Polycarbonate Roof

EXISTING
BUILDING
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Maximum Security
Fixed Steel Buglary with
 steel tracks

Water proof
flashing sealant

WALK WAY

3244
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WALK WAY ACCESSIBILITY
Proposed Extension to be accessed from a
level access +0mm in front
through the sliding door.
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Entrance Sliding Glass
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Fixed Tempered pane laminated
Safety Glass

 12mm pane laminated safety Glass
 BS EN 14449

BS EN Standards, Eurocodes,

All alterations to the building are secured by design .
recommendations.

standards.

 12mm fixed back painted Tempered
 pane laminated safety Glass

 12mm Fixed back painted pane tempered
 toughened glass BS EN 12150

 12mm Fixed back painted pane tempered
 toughened glass BS EN 12150

 12mm pane laminated safety Glass
 BS EN 14449

 12mm Fixed back painted pane tempered
 toughened glass BS EN 12150

L
 12mm pane laminated safety Glass
 BS EN 14449

 12mm pane laminated safety Glass
 BS EN 14449

 12mm Fixed back painted pane tempered
 toughened glass BS EN 12150

L

L

 >12mm pane laminated safety Glass
    BS EN 14449
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Notes

This drawing is the property of Redef1ne Copyright is reserved
by them and the drawing is issued on the condition that it is not
copied, reproduced, retained or disclosed to any unauthorised
person, either wholly or in part without the consent in writing of
Redef1ne

Scale                              Date                        Drawn/Checked
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DESCRIPTION

REVISION 

· All proprietary goods and materials are to be fitted in
accordance with manufacturers instructions and
relevant Codes of Practice.

· All work to comply with current British Standards and
relevant parts of "The Building Standards Regulations"
or equivalent national regulations currently in place.

· Notwithstanding all of the above, all electrical work
must comply with current I.E.E. regulations or
equivalent.

· The contractor will be held responsible for the structural
integrity of all fittings and fixtures supplied.

· Dimensions must be checked by contractors and
setting out drawings based on site dimensions must be
approved by Redef1ne Ltd prior to construction.

· Any variations between stated dimensions and site
dimensions should be reported to Redef1ne Ltd prior to
work being executed.

· Where requested samples of all finishes are to be
provided by contractors, sub-contractors and suppliers
for approval by Redef1ne Ltd prior to installation or
construction.

DATE

Unit 1 and the Adjacent External seating area, the
Quadrangle, chester street, Manchester, M1 5QS.

CLIENT DETAILS

ADDRESS / PROJECT NAME

A --/--/----

DESCRIPTION

Issued for aproval

09/04/2026 M.B

PROPOSED EXTENSION

Wellsprings, Howell Croft South, Bolton BL1 1SB
Tel: 0333 335 3111    Email: Hello@redef1ne.com

Mr. Amine

Etci Burger
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